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Introduction

This printer driver supports Mac OS X v10.4 on Power PCs and Mac OS X v10.4/v10.5 on Intel Macs.

The printer’s IP address must be set in advance to use a printer that supports LAN using this driver. If your
LAN environment does not allow acquisition of an IP address from a DHCP server, set the IP address to the
printer in advance. See 4. Guidelines for Using an Ethernet Environment for details on how to set the IP
address for the printer.

1. Installation/Uninstallation Procedures

Cautions: The person with administrative privilege for the PC should install/uninstall this
driver.

1.1 Installing Star Printer Drivers

To install the driver, proceed as follows.

Important: When using a USB Interface, turn on the printer's power after performing "1.1
Installing Star Printer Drivers".

1. Place the CD-ROM that came with your printer in your PC CD-ROM tray.
Double-click the CD-ROM icon to display the window shown below.
Click on the "Mac" folder to open it.

800
L<]> ]
¥ DEVICES

(=l Macintosh HD

B iisk

Autorun.exe Autorun.inf Autorun.ini

¥ SHARED

@ ddel41note
9| dde166

(9 dde1826

@ ddesev2ken
9| ddesewviz2en

@ Al

¥ Pl ACES

9] dde107m @
(9 dde141

<

cdicon.ico

A
—

Documents

Readme_En.txt

|

Linux

Readme_]p.txt

N [«» 0

2. The following window will open.
Click on the "cups" folder to open it.

800 [IMac =)
EH
¥ DEVICES f
=) Macintosh HD |
B ipisk |
(%) HSP7000_CD_V200 % :
¥ SHARED |
9] dde107m :
9] cde141 .
= ..
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3. The following window will open.
Copy the < starcupsdrv-x.xx.x. zip > to the desktop.

¥ DEVICES
=4 Macintosh HD |
B sk —_—
(%) HSP7000_CD_V200 = Documents

¥ SHARED
9 dge107m [
[ dde121 ‘
9] ddel41note Tips
(9 ddel66
(B dde1826
9] ddesevzken
El ddesewvi3Zen

@ Al

B

vl

¥ D1 arEs

4, "starcupsdrv-x.xx.zip" will appear on the desktop. Double-click on the icon to open the program.
Double-click on < starcupsdrv-x.xx.x > to start the installation.

p

5. The following window is displayed.
Click [ Continue ].

Welcome to the Star Printer Drivers Installer

This package contains Star thermal and dot-matrix printer drivers for Mac
@ Introduction 08 X. These drivers are based on CUPS - Comman Unix Printing
System.

® Destination Selei

@ Installatior
J:

® Installations =

1

Gk (oomm) D

2
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6. Select the harddisk to install with the program, then click [ Continue 1.

© Introduction
& Destination Sel

Select a Destination

Select the volume where you want to install the Star Printer

W

y

Macintosh HD
47.5 GB available
55.6 GB total

i
= |ling this, are requires 24.0 KB of space.

You have chosen to install this software on the volume
“Macintesh HD".

(Gosde) (Comimie)

7. Click [ Install ] to start the installation.

7

Standard Install on “Macintosh HD”

@ Introduction
@ Destination Sel
L) Inslallatl?( 1
[ ] Installati,ép-i_;

® Summ,

This will take 24.0 KB of space on your computer.

Click Install to perform a standard installation of
this software on the volume "Macintosh HD".

Change Install Location...

—
Co Back { Install )

]

STAR MICRONICS CO, TD.
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8. If the confirmation window shown below is displayed, enter the user name and password having
administrator rights, then click [ OK 1.

ﬁ Installer requires that you type your

Q ==

Name: | star

Password: Inu

9. Theinstallation ends successfully.
When the installation has ended successfully, the window shown below is displayed. Click [ Close 1.

Installation completed successfully

@ Introduction

@ Destination Sel
=) Inslallatl?

a Inslalla!.@?
. Install Succeeded

@ Summ.

The software was successfully installed.

i

=

Coons (E@=D)

STAR MICRONICS CO, LTD. IL
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1.2 Registering the Printer

Procedures for registering the printer differ according to the type of interface you use. See the page
relating to your environment.

1.2.1 When using a USB InterFace

1. In the Apple mark in the menu bar, open [System Preferences] and double-click on the [Print & Fax]

icon.

800 System Preferences
EIDEETN O

Personal
B ™ B
=
Appearance  Desktop & Dock Exposé & International Security Spotlight
Screen Saver Spaces

m () ©
CDs & DVDs Displays Energy Keyboard &
Saver Mouse

Internet & Network

N @ Q @

MobileMe Network QuickTime Sharing
System
. : E‘_‘ =
2 & & @ 3 @
Accounts Date & Time Parental Software Speech Startup Disk Time Machine  Universal
Controls Update

Access

2. Connect the printer, and then turn on the printer's power switch.

The Plug and Play feature detects the connection of the printer hardware and automatically installs
the driver software.

3. If the name of the specified printer is added to the printer list, the printer has been added.

¢

00 Print & Fax

| » | [ show
) | | Star THE] DT R Foa
Eshale this printer
/. Printer Sharing is turned off.

r
|

5 —
B o TR
“gmm » ldle, Default

C

Location: star @ MacBook
Kind: Star “SHm SETE Pl

Status: |dle, Default

( QOpen Print Queue. .. ) ( Options & Supplies... )

EaR
Default Printer: [ Star 'Far sls; 1 vy m_foimed =
Default Paper Size in Page Setup: a4 5-3-‘
N
I‘_i Click the lock to prevent further changes. ®

STAR MICRONICS CO, TD.
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1.2.2 When using Ethernet Interface

1. Inthe Apple mark in the menu bar, open [System Preferences] and double-click on the [Print & Fax]
icon.

Personal

I File A

- Q
Appearance Desktop & Dock Exposé & International Security Spotlight

Screen Sawver Spaces
Hardware
CDs & DVDs Displays Energy I(e\fbmrd &\ Print & Fax Sound
Saver

Internet & Network

N e Q @

MobileMe MNetwork QuickTime Sharing
System
G @ ¥« O @ @
13 A
Accounts Date & Time Parental Software Startup Disk Time Machine  Universal
Controls Update Access

2. The Print & Fax window appears.
Click on [+].

Click + to add a

printer or fax No Printer Selected

G

Default Printer: [ Last Printer Used

Default Paper Size in Page Setup: [ A4

[‘i Click the lock to prevent further changes. 8

STAR MICRONICS CO, LTD. IL
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3. From the "IP" ("IP Printer" on OS 10.4 ), make the following settings and click on [Add].

Protocol:
Address:
Queue:
Name:
Print Using:

Line Printer Daemon - LPD

IP address of printer being set (Check in self-print)
Any character string (Printer cannot be used if left blank.)

Any character string (The IP address is automatically input by default.)
Select the driver to use. (Select "star" for OS 10.4.)

Select the driver to use.

Protocol: | Line Printer Daemon - LPD I-H
Address: | 192.168.32.55 =
Valid and complete address.
Queue: | I bt j
Leave blank for default gueue.
Name: 192.168.32.55
Location:
Print Using: | Select a driver to use... H
q B
Star SP700 Tear Bar (SP712) »a
Star SP700 Tear Bar (SP717)
e rsmoocune
Star TSP100 Tear Bar
Star TSP1000 K
Star TSPLOOGT Curter 7
L add D
A

@XM When using port 9100, set the following.

Protocol:
Address:
Print Using:

HP Jet Direct

- Socket

[ IP address of printer being set]:9100
Select the driver to use. (Select "star" for OS 10.4.)
Select the driver to use.

Protacol:

Address:

Name:
Location:

Print Using:

Queue: |

[Hp Jetdirect - Socket

192.168.32.55:9100

Valid and complete address.

B et

Leave blank for default gueue.

192.168.32.55

[ Select a driver to use...

B

q 3

Star SP700 Tear Bar (SP712) r
Star SP700 Tear Bar (SP717)

[Sar Tsp100 Caner — [
Star TSP100 Tear Bar

Star TSP100O E
Star TSPLOOGT Cutter b

STAR MICRONICS CO, TD.

Software Manual forMacOSX
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4. If the name of the specified printer is added to the printer list, the printer has been added.

M 192.168.32.55 192.168.32.55

@ ° Idle, Default

"I Share this printer

Location:
Kind: Star "N [ i
Status: |dle, Default

( Open Print Queue... ) C Options & Supplies... )

Default Printer: | 192.168.32.55 B

Default Paper Size in Page Setup: A4

[Jn Click the lock to prevent further changes.

STAR MICRONICS CO, LTD. IL
. SEQIr
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1.3 Uninstalling Star Printer Drivers

To uninstall the driver, proceed as follows.

Important: When you uninstall the Star Printer Driver,all drivers for Star Printers
installed on your Macintosh computer are deleted.

1. Turn off the power switch of the Printer.

2. Double-click "CD:\Mac\cups\starcupsdrv-x.xx.x_mac_yyyymmdd.zip" you copied to your desktop to

_ l starcupsd rv-1

decompress it.

starcupsdrv-“ ma
r.zlp

3. The screen below appears by double-clicking the expanded <starcupsdrv-x.xx.x_mac> file.
Double-click on the "Uninstaller" folder to open it.

¥ DEVICES

E Leopard (10.5) M -
=l Tiger (10.4) |

=} Untitled gpl.txt SourceCode
@ iDisk

_ I NONAME &

¥ PLACES
g Desktop
Y star

ﬁ Applications

=) Leopard (10.5) = [i] Users » ¢}} star » (&5 Desktop » [ starcupsdrv-3.0.0_mac

E Leopard (10.5)
=l Tiger (10.4)

+| = Leopard (10.5) ~ (@] | = % ~ ][ = (] starcupsdrv-3.0.0_mac » [ Uninstaller

STAR MICRONICS CO, LTD. IL
. SEQIr
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5. Inthe Apple mark in the menu bar, open [System Preferences] and double-click on the [Printer & Fax]

icon.

Personal
E= o, 8 @ )
Appearance Desktop & Dock Exposé & International Security Spotlight
Screen Saver Spaces
Hardware
CDs & DVDs Displays Energy Keyboard & \ Print & Fax Sound
Saver Mouse

Internet & Network

B & a @

MobileMe Network ‘QuickTime Sharing

System

B G ob B § @ @

Accounts Date & Time Parental Speech Startup Disk Time Machine  Universal

Controls Update Access

6. Delete the entire Star printer queue from the printers list.

-= Star [0 ik Star THHEET -8
s Idle, Default
S~ — ™ Share this printer

Q Printer Sharing is turned off.

Location: star @ MacBook

Kind: Star "SEE ST Vs

Status: Idle, Default

( Open Print Queue. .. ) ( Options & Supplies... )

O

Default Printer: [ Star T i | Fa m_i-ni

B
B

Default Paper Size in Page Setup: [ A4

[Jn Click the lock to prevent further changes. ®

7. Startup the Finder from the Mac OS X Dock and double click [Applications] - [Utilities].

System Preferences TextEdit

STAR MICRONICS CO, TD.

-10 -
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8. Double-click on [Terminal].

f& Applications
Eﬁ Documents

¥ SEARCH FOR
Today

9. The terminal starts up.

Podcast Capture RAID Utility

®

System Profiler

Terminal

Last login: Wed Sep 24 15:11:32 on console
star-no-mackook -~ stord

Remote Install Mac 0S8

VoiceOver Utility

10. Uninstall the Star Printer Driver by running the following command on your terminal.

We starting up, you will be prompted to input your user password.

sudo ./uninstaller.sh

Last login: Fri Dec 12 1@:27:52 on console
ishida-jun-no-mac-mini:~ stard ls

Desktop Down loads Movies Pictures Sites
Documents Library Music Public uninstaller.sh
ishida-jun-no-mac-mini i~ stard sudo ./uninstaller.sh

Password:

STAR MICRONICS CO, TD.

-1 -
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2. Setting the Printer Functions

Use the dialog box opened by [File] -> [Print] in the Mac OS X menu.
From the "Printer:" pull-down menu, select the printer name to set, then click [¥] to display the details.

e ——

Crineer: [T limiwns___>

@

Presets: | Standard

2

® ( PDF v :J [ Preview)

Cancel

Select "Printer Features" from the setting pull-down menu.

Printer: [ oaa. i i0 K

Presets: | Standard F
Copies: |1 ECOIIatEd
Pages: @) All
O From: |1 ta: |1

Paper Size: | A4 [+ 20.99 by 29.70 cm

Orientation: Iﬂ Tl Scale: 100 %

v Safari g
|

Layout
Color Matching
| Paper Handling

|
et <] 1ofl [»L»] gf;:‘;:i?e ;
| .
gup————
=
Summary
+China " ™

“Feature Sets:” Selects function that makes settings.

—— [ Printer Fewi

Printer: [ . i i K

Presets: | Standard F
Copies: 1 ECollated
Pages: ®) All

O From: |1 to: |1

Paper Size: [ A4

Orientation: Ii] rl Scale: 100 %

I+ 20.99 by 29.70 cm

Featyr€ Sets v Qutput Options B

— Cut Options
1. Print SpAed: [ s Presenter Control
Snout G
2. Page Type: . 2R IOUP

(44T 4] 1cfl [ » [»»])
3. Top Search: [ Disable
@ ( PDF¥ ) [ Cancel @

STAR MICRONICS CO, TD.
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2.1 Function List

4 Output Options
* Print Speed:
Sets the print speed. Note that the setting also affects the print quality.
Setting Default Details
High o Print quality has priority over speed.
Middle Print quality and speed are in the middle.
Low Best quality, but slow print speed.
- Page Type:

This sets the page type.

Setting Default Details

Does not output blank data until the bottom of the page. Receipt ends
after final data is printed.

Variable Length o

Outputs blank data as a blank until the bottom of the page. Receipt

Fixed Length ends after printing the length specified by paper size.

4 Output Options ( Extended )

» Media Type:
This sets the Media type.
Setting Default Details
If you don't use Label paper or Black marked paper, this option should

Normal Paper be selected.

If you use any Label paper or Black marked paper, this option should be

Label Paper © selected.

« Label Detect at Power On:
If the printer’s DIP switches 1-8 are set to OFF (normal mode), the Media Type is set to Label Paper,
and this feature is set to Enable, the first time you print after you turn on the power or after you set
the Media Type to Label Paper, the printer will feed the paper to the top position of the label on the
next page if the paper in the printer is in the middle of a label.
This action is only available when Media Type is set to Label Paper.

Setting Default Details
. On the first printing, the printer does not feed the paper by detecting
Disable o -
the label position.
Enable On the first printing, the printer feed the paper by detecting the label

position.

G Ifyou set the printer's DIP switches 1-8 to ON (Label mode; the factory default setting), the
printer always detects the label position.
For information about the printer’s DIP switches, refer to the Product Specifications Manual

(issued separately).

STAR MICRONICS CO, LTD. IL
N SEQIF-
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« Print Density:

This sets the printing Density.

Setting Default Details
-3to-1 Larger value with -(minus) makes print density lighter.
Standard o Prints with normal density.
+1to +3 Larger value with +(plus) makes print density darker.

4 Feed Options

* Page Feed Type:

This sets the paper feed method for the end of all pages, excluding the last page.

When the printer is set to use the Peel Mode, paper is fed regardless of the Page Feed Type settings.

Setting Default Details
No Feed The paper feed operation is not performed.
Peeler(Tear Bar) o Paper is fed to the tear bar (cutting position).

* Document Feed Type:

This sets the paper feed method for the last page.

When the printer is set to use the Peel Mode, paper is fed regardless of the Document Feed Type settings.

Setting Default Details
No Feed The paper feed operation is not performed.
Peeler(Tear Bar) o Paper is fed to the tear bar (cutting position).
[m Refer to the separate Hardware Manual for the setting of the peel mode. )

STAR MICRONICS CO, TD.

stalr”



Label Printer

TS P82 8 L Software Manual forMacOSX

3. Setting the Paper Size

3.1 Setting the Paper Size

With OS X v10.5 from the menu bar on Mac OS X, open [File] - [Printers], and on OS X v10.4, open [File] -
[Page Setupl.
Select the printer to set from the "Printer:" ("Format for:" on OS X v10.4) pull-down menu.

If details are not displayed, click on [ ¥ ] to display them.

Printeri‘_SIal'-'-- L= i T ] \:' E]
Presets:  Standard 3]
@ ( PDFw ) Preview Cancel ( Print

Next, select the paper size from the Paper Size pull-down menu.
See section 3.2 Settable Paper Sizes for details on the sizes of paper that can be used.

( A \ L 00000
b Google | mm * 100mm
] & http:/ {www.google.co.jp/webhp?sa=N&tab=Iw =mm * 110mm = apple.jp
. mm * 120mm
| =mm * 130mm |
. Printer mm * 140mm ) == E]
-~ —mm * 150mm
(_..0 ,g[c Presets mm * 160mm =
] =mm * 170mm
' Copies mm * 180mm
o - Pages =mm * 190mm

mm * 200mm
=mm * 2000mm

Paper Size § A4 89 by 29.70 cm
US Letter
Orientation | US Legal )0 %
| \Other W, s
F Manage Custom Sizes... PMS ]
L. Print Quality: | Normal |5
(4 4] 1lof1 [ »[») 2. Page Type: | Variable Length 4]
@ ( PDFv ) Cancel ) { Print

EIM Whena paper size is selected that exceeds the maximum printing width, the
print is shrunk to fit the maximum printing width.

STAR MICRONICS CO, LTD. IL
s SEQIF-
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3.2 Settable Paper Sizes

The following paper sizes are available and can be set.

Paper Size

Default setting value (@)

104 * 30mm

104 * 40mm

104 * 50mm

104 * 60mm

104 * 70mm

104 * 80mm

104 * 90mm

104 * 100mm

104 * 110mm

104 * 120mm

104 * 130mm

104 * 140mm

104 * 150mm

104 * 160mm

104 * 170mm

104 * 180mm

104 * 190mm

104 * 200mm

104 * 2000mm

A4

Letter

Legal

oJlo0ojlo0olo0| @@ O0|lO0]O0O]O|]O]J]O|]O|J]O|]O|J]O]J]O]J]O|]0O|0O]|O0O

* @ is the default setting value.

In some cases, they won't function depending on the application being used.

STAR MICRONICS CO, TD.

-16 -
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4. Guidelines for Using an Ethernet Environment

The printer’s IP address must be set in advance to use a printer that supports LAN using this driver. If your
LAN environment does not allow acquisition of an IP address from a DHCP server, set the IP address to the

printer in advance.

4.1 Setting a Temporary IP Address

Use the following procedures to set a temporary IP address to the printer. By setting a temporary IP

address, it is possible to connect to a printer that has not been set with an IP address.

Important : Printer settings should be done by a user with administrator rights.

@I A MAC address of the printer to be set is necessary for the temporary IP address. Confirm
the MAC address in a self-print from the printer. See the Hardware Manual for details on

running a self-print.

1. Connect the Ethernet cable to the printer and turn the power ON to the printer.

2. Startup the Finder from the Mac OS X Dock and double click [Applications] - [Utilities].

eno (5] Applications. =

@ All...
¥ PLACES
E Desktop

System Preferences TextEdit Time Machine

¥ SEARCH FOR
(D) Today

S =

3. Double-click on [Terminall.

[.YeXo) [ utilities ]
@ Al r r
¥ PLACES [ )ﬁ ﬁ
B4 Desktop &N -
g L Podcast Capture RAID Utility Remote Install Mac OS |
% Applications
@ Documents ;‘" <
- >_ f
¥ seanci ron L - wll o 0
— - s
‘-;L) Today H System Profiler erminal VoiceOver Utility |4

STAR MICRONICS CO, UTD.
17 -
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4. The terminal starts up.

Last login: Wed Sep 24 15:11:32 on console
star-no-macbock -~ starf

Execute the following command in the terminal to set a temporary IP address to the printer.

sudo arp -d [Printer temporary IP address]
sudo arp -s [Printer temporary IP address] [Printer MAC address]
ping -c 4 [Printer temporary IP address]

HwnN =

sudo arp -d [Printer temporary IP address]

Example of temporary IP address (192.168.222.217)
sudo arp -d 192.168.222.217

sudo arp -s 192.168.222.217 00:11:62:00:03:4D
ping -c 4 192.168.222.217
sudo arp -d 192.168.222.217

Note: The temporary IP address set here is erased when the printer power is turned off.
Continue by setting the IP address. ( From (2) in section 4.2.)

STAR MICRONICS CO, LTD. IL
s SEQIF-
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4.2 Setting the IP Address << StarPrinter TELNET Utility >>

The Telnet command connects directly to the printer to make settings.
1. Connect the Ethernet cable to the printer and turn the power ON to the printer.

2. Startup the Finder from the Mac OS X Dock, and and double click [Applications] - [Utilities].

= Q
@ All... 4
¥ PLACES T =
S Deskrop At
E System Preferences TextEdit Time Machine
App o
¥ SEARCH FOR .
'Y Y
T 3 Utilities 3

3. Double-click on [Terminall.

! Desktop

3 star

Podcast Capture RAID Utility Remote Install Mac OS

f& Applications
B Documents o
¥ SEARCH FOR 1" 'iiiIIII
Today System Profiler Terminal VoiceOver Utility

4. The terminal starts up.

Last login: Wed Sep 24 15:11:32 on console
star-no-nachook :~ stard

STAR MICRONICS CO, LTD. IL
. SEQIr
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5. Use the Telnet command to connect to the printer to set.

Lost login: Wed Sep 24 15:11:32 on console
stor-no-machook 1~ stord telnet 192.168.32.55.

Ex. >telnet 192.168.222.217 (The IP address of the printer to be set.)

Note: You cannot connect to a printer that does not have an IP address. See section 4.1 Setting a
Temporary IP Address for details on setting such an address on the printer in advance.

6. Log-in to the printer to be set as a "root" user.
The default password is "public.”
To change the password, input the changed password.

8OO erminal — telnet

Lost login: Thu Sep 25 B8:21:56 on console
stor-no-mocbook 3~ stord telnet 192.168.32.55
Trying 192.168.32.55...

Connected to 192.168.32.55.

Escape character is 'A]'.

Welcome to TSP1PALAM TELMET Utility.
Copyright(C) 2883 Stor Micronics co., Ltd.

<= Connected Device ==
Device Model = T3P143 (3TR_T-861)
MAC Address @ BO:11:62:808:83:4D

login: root
possward: ¥eeEer]]

7. The following menu is displayed.

1) IP Parameters Configuration
2) System Configuration
3) Change Password
96) Display Status
97) Reset Settings to Defaults
98) Save and Restart

99) Quit
Enter Selection

Input the number that corresponds to your selection.

Hello root

=== Main Menu ===
1) IP Parameters Configuration
2) System Configuration
3) Chonge Password
967 Disploy Status
97) Reset Settings to Defoults
98 Sove & Restart
299 Quit

Enter Selection: [|
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8. When all settings are completed, save the changes using "98( Save and Restart)" - "1(Save & Restart
device & Configuration printing)", or "2 (Save & Restart device)" The settings of the printer will be
saved. Reset the printer.

Example : Set the fixed IP address <192.168.222.55> on the printer set with the temporary IP

address <192.168.222.217>, then check printing the setting contents.

>telnet 192.168.222.217

login : root

password : ***¥*** (Jse “public” when not making changes.)
Enter Selection : 1 (IP Parameters Configration)

Enter Selection : 1 ( Static)

Enter Selection : 1 (IP Address)

Enter IP address (x.x.x.x) : 192.168.222.55

Enter Selection : (Back to IP Address Menu)

(Back to Main Menu)

(Save & Restart)

( Save & Configuration printing & Restart device)

Enter Selection :

929
Enter Selection : 99
98

o1

Enter Selection

*The actual input portions are shown in bold characters.
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5. Guidelines for Using the Ipr Command

When printing useing the Ipr command from the command line, you can specify options with the
following format.

Slpr -o [option]=[value] -o [option]=[value] ... [Filename]
In [option] « [value], specify the name shown in the command "specify name" in section 5.1 List of

Supported Functions".
Also for options not specified, print using the default driver settings.

EID  usethe printer name confirmed using the "lpstat -p" command, when specifying
the printer name using the option "-P".

Use Example 1

Printer Name:  TSP828L__STR.T_001_ $ lpr -P TSP828L__STR_T_001_ -o media="X104MMY200MM"
File Name : sample1.txt

Paper Size * : 104 * 200mm -0 page-top=0 -o page-bottom=0 -o page-left=0
Margin(top) *: Omm
Margin(bottom) * : Omm
Margin(left)* : 0omm
Margin(right)*: ~ 0mm

-0 page-right=0 sample1.txt

*This option is not a printer driver option,
but an OS standard option.

Use Example 2

File Name: sample2.txt
Print Speed: Low

$ lpr -o PrintSpeed=2Low sample2.txt

Use Example 3

File Name : sample3.txt
Document Cut Type: No Cut

$ Ipr -o DocCutType=ONoCutDoc sample3.txt
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5.1 Command Name List

See section 2.1 Function List for the details on the functions.

Option Name Command Name Default value
option value [ option ] [value] (@)
Output Options Print Speed High PrintSpeed OHigh )
Middle 1TMiddle O
Low 2Low O
Page Type Variable Length PageType OVariable o
Fixed Length 1Fixed (@)
Output Options Media Type Normal Paper MediaType ONormal O
(extended) Label Paper 1Label o
Label Detect at Power On | Disable LabelDetect ODisable ([
Enable 1Enable O
Print Density -3 PrintDensity OMinus3 O
-2 1Minus2 (@)
-1 2Minus1 O
Standard 3ZERO ®
1 4Plus1 O
2 5Plus2 O
3 6Plus3 @)
Feed Options Page Feed Type No Feed PageCutType ONoCutPage O
(TearBar) Peeler(Tear Bar) 3TearBarPage o
Document Feed Type No Feed DocCutType ONoCutDoc O
Peeler(Tear Bar) 3TearBarDoc ®

* @ is the default setting value.
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6. Confirmed Operating Environments

Hm Mac OS X 10.4 PowerPC

PowerMac G4
Os: Mac OS X 10.4.11
CPU: PowerPC G4 466MHz
RAM: 192MB SDRAM

B Mac OS X 10.4 Intel

Macbook
Os: Mac OS X 10.4.11
CPU: Intel Core2 Duo 1.83GHz
RAM:  512MB

B Mac OS X 10.5 Intel

Macbook
OsS: Mac OS X 10.5.5
CPU: Intel Core2 Duo 1.83GHz
RAM: 512MB 667MHz DDR2 SDRAM
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7. Revision History

Rev. No. Date Content

Rev. 1.0 Sep, 2008 New release
Added Uninstalling Star Printer Drivers, Settable Paper Sizes List,

Rev. 1.1 Jan, 2009 Guidelines for Using the Ipr Command, Confirmed Operating
Environments

Rev. 3.0 Oct. 2009 CD 3.0 support
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