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Introduction

This driver software runs on Windows 2000 (SP3 and later), XP, Vista and 7.

If your PC is connected to the TSP828L through the USB interface, to print from Windows applications,
install the USB Printer Class Driver; to print from other applications, install the USB Vendor Class Driver.

‘ Caution: To install or configure the printer software, log on to your PC as an administrator. \

Installing/Uninstalling

If you have already installed a printer driver which the version is previous than this, you must first uninstall
it before proceeding with installation of the driver software described here.

4 Using USB Vendor Class Driver

If you have already installed a printer driver which the version is previous than this, and you
want to use the USB Vendor Class Driver after installing this driver, the first thing you must do is
to uninstall the previous driver. You must also update the USB Verdor Class Driver.

If you want to do so, please follow the following steps to install this driver.
1) Uninstalling the driver in previous version.
2) Installing this driver. (Refer to Page 1 or Page 11 *)
3) Updating the USB Vendor Class Driver. (Refer to Page 10 or Page 20 *)

* Refer to the supporting information of your operating system.

The installation steps vary according to the operating system. Therefore, refer to the section for the

environment that you are using.

“1.1 Installing (Windows 2000/XP)”
“1.2 Installing (Windows Vista/7)”

1.1 Installing (Windows 2000/XP)

To install the driver, proceed as follows.

Note: If you are connecting to the printer by USB, do not turn the printer on yet. First carry out the
steps under "1.1.1 Installing from CD". Then proceed to either "1.1.2 Installing the USB
Printer Class Driver" or "1.1.4 Installing the USB Vendor Class Driver', and turn on the power

when instructed to do so.

STAR MICRONICS CO. LTD.
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1.1.1 Installing from CD

@ Insert the included CD-ROM into your PC’s CD-ROM drive. If an Autorun confirmation dialog appears,
click Run Autorun.exe. When the following window appears, click Installation—Printer Driver.

Micronics TSPB2SL Setup =3

Label Printer

TSP828L
Installation CD

Version 3.0.0

(@ Read the license agreement. If you agree with the terms and conditions of the agreement, click
| Accept.

Micronics TSPBZ8L Setup (=]

Installation Agreement (Printer Driver)

License Agreement

Please read the following license agreement carefully

[Software License Agreement -
[This Agreement made and entered into by and between you and J
IStar Micronics Co., Ltd. ¢hereinafter referred to as "Star) stipulates
he terms and conditions pertaining to the licensing ofthe software

Flease read this Software License Agreement carefully before
installing or using the software and accompanying data
ihereinafter referred to as "the Software"). By installing the
[Saftware, you are agreeing ta be bound by this Agreement. Ifyou do
Inot agree to the terms of this Agreement, vou are not entitied to
install the Software

(TAccerd

The following window appears, and the wizard prepares to start the installation.
The time required for installation may be longer than usual depending on the environment used.

Windows Installer

_A] Preparing ta install...
=
&7

Cancel

STAR MICRONICS CO. LTD.
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(® Click the Next> button to proceed.

1% TSPB2BL Printer Software Version 3.0.0

Welcome to the InstallShield wizard for
TSP828L Printer Software

The Installshield{R}) Wizard will install TSPEZEL Printer Software
on your compuker, To conkinue, dick Next.

W ARNING: This program is protected by copyright law and
international treaties,

® Type your user information.
After typing your user name and the name of your organization and selecting whether the installed
program is to be available to all users of this computer or only to you, click the Next> button.

i TSP828L Printer Software Version 3.0.0

"fi(lstnmer Information
ﬁ:ﬂbaw enter your information.

< Organization: 3
\%/

Install this application For:

‘firyone who Usss this computer (all users)

Ty Tor T

Installshield

<o ez )

(® Select the type of setup.
Select Complete to install all of the program’s features, and then click the Next> button.

i TSPB2BL Printer Software Version 3.0.0

 Setup Type
b
ﬁ[hunsa the setup bype that best suits your needs,

Please select a setup type.
(®Lompletel

All program features will be installed. (Requires the mast disk
space.

() Custom

Choose which program Features you want installed and where they
will be installed. Recommended for advanced users,

Installshield

< Back Next = Zancel

STAR MICRONICS CO. LTD.
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(® Click the Install button to begin the installation.

i TSPB28L Printer Software Version 3.0.0

Ready to Install the Program 7 =
NF g i 731 TSPB2BL Printer Software Yersion 3.0.0 HEEE
The wizard is ready to begin instsllation. 3 ;
4 'lzvilalllnl] TSPB28L Printer Software
ﬁ;jha Program features you selected are being nstalid,

. . . n i Flease wait whie the Tnstalishisld Wizsrd installs TSPA2BL Printer Software.
IF you want to review or change any of your installation settings, click Back. Click Cancel to This may take several minutes.

Click Install to begin the installation.

exit the wizard,
Status:

< Back Hext >

o m
—

@ The wizard has completed installation of the program.
Click the Finish button to close the wizard.

% TSPB2BL Printer Software Version 3.0.0

InstallShield Wizard Completed

The Installshield Wizard has successfully installed TSPEZEL
Printer Software. Click Finish to exit the wizard,

stQir-

 —
< Back " ancel

Now install the driver software that matches your interface and intended use. Proceed to one of the
following sections,in accordance with your needs:

“1.1.2 Installing the USB Printer Class Driver”
“1.1.3 Installing the Non-USB Printer Driver”
“1.1.4 Installing the USB Vendor Class Driver”

STAR MICRONICS CO. LTD.
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1.1.2 Installing the USB Printer Class Driver

To install the USB printer class driver, proceed as follows.

(@ Connect the printer, and then turn on the printer’s power switch.
The computer’s Plug and Play feature detects the connection of the printer hardware and
automatically installs the driver software.
At this time, the following message will appear on the lower right of the Windows desktop.

A Found New Hardware |*
Star TSPEOOL Peeler (TSPB2AL)

(@ From the Windows Start menu, select Printers and Faxes and confirm that < Star TSP828L
Peeler (TSP828L) > appears in the folder. If the appropriate printer appears there, installation was
completed successfully.

*® Printers and Faxes

File Edt Wiew Favortes Tools Help e
»

Qe - ) [T O seach [ Folders
Addn =, V‘GD

e
E*” a Star TSPEOOL Peeler (TSPE2EL)

STAR MICRONICS CO. LTD.

o stalr*
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1.1.3 Installing the Non-USB Printer Driver

To install the non-USB driver, proceed as follows.

When using a Serial Interface or a TCP/IP interface, the port must be configured beforehand.
For details, "4.1 Notes for Printing via a Serial Interface" or "5.3. Setting up a TCP/IP Printer Port".

@ From the Windows Start menu, select Programs - StarMicronics — TSP828L - Utility - Add Printer
Wizard (TSP828L) - Star TSP800L Peeler(TSP828L).

1
»
Programs i) Accessories

& Internet Explorer
Y
4 Documents ¥ |IE) Microsoft Offics Tooks  »

Micrasoft Excel

Settings »

@
2 search
@/‘
=

StarMicronics Uil M Add Prinke {Tsr8
¥ © b uninstal [IF) Logo Stors Printer Driver
—@ Laogo Store Printer Driver (Red &Black)  »
E PageMode Likiliky

Help and Support

Run...

Windows XP Professional

E Shut Dawn. .

®@ Inthe Add Printer Wizard dialog box, click the Next button.

Add Printer Wizard

Welcome to the Add Printer
Wizard

This wizard helps you install a printer or make printer
connechions.

It you have a Plug and Play printer that connects
\1') through & USE port [or any other hat pluggabls

port, such ag [EEE 1394, infrared, and o an). pou
donot need to use this wizard. Click Cancel to
clnse thes wizard, ard then plug the printer's catle
into pour computer of paint the printer kaward your
computer's infrared port, and tum the printer on,
wafindaws will sutomatically install the printer for vou

To continue, click Nest.

® Inthe Local or Network Printer dialog box, select Local printer attached to this computer and

uncheck Automatically detect and install my Plug and Play printer. Click the Next button to
proceed.

Add Printer Wizard

Local or Network Printer

The wizard needs to know which type of printer ta st up. :

Select the

(%) Local printer attached to this computer

[ifutomatically detect and instal mp Plua and Play printer

i To set up a network printer that is not attached to a print server,
\') use the "Local printer’’ option.

<Back [ Newt> DD Cancel

STAR MICRONICS CO. LTD.
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® In the Select a Printer Port dialog box, select the port to use, and then click the Next button.

Add Printer Wizard
Select a Printer Port
Computers communicale with printers thiough pots Q.’
Select the part you want yaur printer to use. 1f the part is not listed, you can create a

&"}
< (OO | FT1: (Fecommended Printer Fort) D
—

Mate: Most computers use the LETT, part ta commumicats with a local printer
The connector far this port should look something like this:

= \\ %-'\

(O Create a new poit:
Type of port Local Port

< Back Mext > Cancel

(® Select the printer to install, and then click the Next button.

Add Printer Wizard

Install Printer Software O

The manutacturer and model determing which printer software to use,

digk.. click Have Disk. [f your printer is not listed, congult your printer documentation for

g : Select the manufacturer and model of your prirter. |f your printer came with an installation
compatible printer software

This driver is not digitally signed! [ windows Update | [ HaveDisk.. |
Tellme why diver signing is important

< Back Dest > Cancel

® Specify the printer name that will be used after installation in Windows-based programs. Type the
printer name if you wish to change it. Additionally, you may set the printer currently being installed
as the default printer. Confirm the settings, and then click the Next button.

Add Printer Wizard

Name Your Printer O
S

*fou must assign a name to this printer

Type a name for this printer. Because some programs do not support printer and server
name combinations of more than 31 characters, it is best to keep the name as short as
possible.

< Back Tdest > Cancel

STAR MICRONICS CO. UTD. 7 1L
SE@ir
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@ Make the appropriate printer-sharing settings, and then click the Next button.

Add Printer Wizard

Printer Sharing : G

You can share this printer with other network users.

If you want to share this printer, you must provide a share name. You can use the
sugaested name of type a new one. The share name will be visible to ather netwark.
users,

@ Dot share this printes
O s name: |

< Back < Mest > ) Cancel

Select Yes to print a test page or No to not print one, and then click the Next button.

Add Printer Wizard

Print Test Page O

To confim that the printer is installed properly. you can print a test page.

Do uewsgant to print a test page?

< Back ‘ et > ) Cancel

Note: When using a serial port, do not print the test page.
Confirm the printer and computer printer port settings when printing via a serial port.

For details, see "4.1 Notes for Printing via a Serial Interface" .

STAR MICRONICS CO. UTD. 8 1L
SE@ir



Label Printer

TSP828L Printer Driver Manual

(@ The settings are displayed. If the settings are correct, click the Finish button to add the printer.

Add Printer Wizard

Completing the Add Printer

Wizard
“You have successhully completed the Add Printer Ywizard.
You specilied the following printer seftings Copying Files...
Mame:; Star TSPBOOL Peeler [TSPE28L)
Share name:  <Not Shared> - L
Poit: LPT1 /J /J‘
Model: Star TSPE0OL Peeler [TSPE2EL) UNIRES.DLL
Default: es To D:WINDOWS S pstem32s. . SstartspB28] st t 00e32
Testpage:  ‘Yes
......... ] T

To clase this wizard, click Finish

Cancel

A From the Windows Start menu, select Printers and Faxes and confirm that Star TSP828L Peeler
(TSP828L) appears in the folder. If the appropriate printer appears there, installation was completed
successfully.

*® Printers and Faxes

Eile Edit Yiew Favaorikes Tools  Help

OBack M > L.@ /ﬁ Search || Folders

Wars andFaxes v B a0
( [ "\" ! Star TSPEOOL Peeler (TSPBZEL)

STAR MICRONICS CO. LTD.
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1.1.4 Installing the USB Vendor Class Driver

If you need to update your USB Vendor Class Driver, please refer to the following description.

4 Updating the USB Vendor Class Driver

When you update your USB Vendor Class Driver, please refer to the separate volume of "USB
Vendor Class Update Manual".

In doing this, you need to specify the following folders as the reference location for the driver
updating.The reference location which is supported by each operating system is as following.

Specified folder

Windows 2000

P13 (@ | Program Files\StarMicronics\TSP828L\UsbVendorClassDriver
Windows XP P7 D | Program Files\StarMicronics\TSP828L\UsbVendorClassDriver

To install the USB vendor class driver, proceed as follows.

@ Atthe printer, set DIP switch 1-5 to OFF. Then connect the printer to the computer, and turn on the
printer's power.

The computer’s Plug and Play feature detects the connection of the printer hardware and
automatically installs the USB vendor class driver software.

m For information about the printer’s DIP switches, refer to the Product Specifications Manual
(issued separately).

(@ From the Start menu, select Control Panel - System - Hardware - Device Manager and confirm

that SMJ USB Device (COM¥*) appears under Ports (COM & LPT). If it does, installation has completed
successfully.

£ Device Manager

File  Action ‘iew Help

mES 2 8 =28

= Ports (COM &LPT) ~
ny Communications Port (COML)

b
|

STAR MICRONICS CO. LTD. 10
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1.2 Installing (Windows Vista/7)

To install the driver, proceed as follows.

Note: If you are connecting to the printer by USB, do not turn the printer on yet. First carry
out the steps under "1.2.1 Installing from CD" Then proceed to either "1.2.2 Installing
the USB Printer Class Driver" or "1.2.4 Installing the USB Vendor Class Driver", and turn

on the power when instructed to do so.

1.2.1 Installing from CD

@ Insert the CD-ROM that shipped with your printer into your computer.
In the following dialog box, click Run Autorun.exe.

" AutoPlay

DVD RW Drive (R
TSP828L_CD_V300B

[] Always do this for software and games:

Install or DD peagss

Open folder to view files
using Windows Explorer

Set AutoPlay defaults in Control Panel

@ Inthe following dialog box, click Installation - Printer Driver.

—
Eﬁarwﬁcmm‘smSﬂHp =5 EFE

Label Printer

TSP828L
Installation CD

Version 3.0.0

STAR MICRONICS CO. LTD. 1
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(® Read the license agreement. If you agree with the terms and conditions of the agreement, click |
Accept.

—
Eﬁarwﬁcmm‘smSﬂHp =5 EFE

IL ./
SE@IVL Installation Agreement (Printer Driver)

License Agreement

Please read the following license agreement carefully.

[Software License Agreement -
[This Agreement made and entered into by and between you and J
IStar Micronics Co., Ltd. (hereinafter referred to as "Star”) stipulates
the terms and conditions pertaining to the licensing ofthe software

Please read this Software License Agreement carefully before
installing or using the software and accompanying data
(hereinafter referred to as “the Software™). By installing the
[Software, you are agreeing to be bound by this Agreement. If you do
Inot agree to the terms of this Agreement, you are not entitied to
install the Software

@ In the User Account Control dialog box, click the Continue or Allow button.

The following window appears, and the wizard prepares to start the installation.
The time required for installation may be longer than usual depending on the environment used.

InstallShield Wizard

Preparing to Install...

TSPB2EL Printer Software Setup is preparing the
Instalishield Wizard, which will guide you through the
program setup process. Please wait.

Decompressing: TSPE28L Printer Software msi
i

Cancel

(® Click the Next button to proceed.

(1151 TSPR28L Printer Software Version 3.0.0 =

‘Welcome to the InstallShield Wizard for
TSP828L Printer Software

The Installshield{R) Wizard will install TSP828L Printer Software
on your computer. To continue, dick Next.

steQir-

WARNING: This program is protected by copyright law and
international treaties.

STAR MICRONICS CO. LTD.
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® Type your user information.
After typing your user name and the name of your organization and selecting whether the installed
program is to be available to all users of this computer or only to you, click the Next button.

‘15 TSPE2BL Printer Software Version 3.0.0
‘Customer Information
¢l
ﬁ-{ﬁaase ‘enter your information.
/gssr Name:
Taro Hosh]

Organization:
|5tar Micronics

Install this application for:

(@ Anyone who uses this computer (all users)
(Z) Only for me (Taro Hoshi)

<gack ( Mext> [P cancel |

@ Select the setup type, either Complete or Custom. Use Custom if you wish to suppress installation of
features that you do not need. Otherwise, select Complete. After selecting, click Next.

1) TSPB2BL Printer Software Version 3.0.0

i@hll Type
ﬁm the setup type that best suits your needs.

Please select a setup type.

All program features will be installed. (Requires the most disk
space.)

() Custom

Choose which program features you want installed and where they
will be installed. Recommended for advanced users.

Instalishield

< Back ( Next > )[ Cancel ]

Click the Install button to begin the installation.

5 TSPE28L Printer Software Version 3.0.0

‘Ready to Install the Program
L _ _
 The wizard is ready to begin installation. 159 TSPB2BL Printer Software Version 200 =) = =
i Tastaling T5Pa25L Printer Software
Click Install to begin the installation. ﬂm:mnam features you selected are being installed.

If you want to review or change any of your installation settings, dick Back. Click Cancel to ’iEI Please wait while the InstaliShield Wizard installs TSP828L Printer Software.
exit the wizard. [ This may take severa minutes.

Status:

InstalShickd

InstallShield

<Badk q nstal D cancel

STAR MICRONICS CO. LTD.

P Stair



Label Printer

TSP828L Printer Driver Manual

(@ Software installation is now completed.
Click the Finish button to close the wizard.

15 TSPE28BL Printer Software Version 3.0.0 ==

The InstallShield Wizard has successfully installed TSPB28L
Printer Software. Click Finish to exit the wizard.

st

e D o

Now install the driver software that matches your interface and intended use. Proceed to one of the
following sections, in accordance with your needs:

“1.2.2 Installing the USB Printer Class Driver”
“1.2.3 Installing the Non-USB Printer Driver”
“1.2.4 Installing the USB Vendor Class Driver”

STAR MICRONICS CO. LTD.
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1.2.2 Installing the USB Printer Class Driver

To install the USB printer class driver, proceed as follows.

@ Connect the printer, and then turn on the printer’s power switch.
The Plug and Play feature detects the connection of the printer hardware and automatically installs
the driver software.

°I Installing device driver software
Click here for status.

If installation was completed successfully, the following message will appear on the lower right of the
Windows desktop.

T —
ML Your devices are ready touse
¥ Device driver software installed successfully.

@ On the taskbar, click Start. On Windows Vista, click Control Panel, and then click Printer to open the
printer folder. On Windows 7, click Devices and Printers to open the printer folder.
Confirm that Star TSP828L Peeler (TSP828L) appears in the folder. If the appropriate printer appears
there, installation was completed successfully.

o= &
) [ < printes « [ %2 [ Search
Wy Orgenize ~ 22 V

-
Name Documents Status

7 Microsoft XPS Document
Writer

ews v mt Addaprinter (2

e Star TSPBOOL Peeler (TSP328L)

-

STAR MICRONICS CO. LTD.

e Stair
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1.2.3 Installing the Non-USB Printer Driver

To add a printer, proceed as follows.
When using a Serial Interface or a TCP/IP interface, the port must be configured beforehand.
For details, see "4.1 Notes for Printing via a Serial Interface" or "5.3. Setting up a TCP/IP Printer Port".

@ From the Windows Start menu, select All Programs — StarMicronics - TSP828L - Utility - Add
Printer Wizard (TSP828L) , right-click Star TSP800L Peeler(TSP828L), and then select Run as
administrator.

et Explorer
pws Calendar

pws Contacts

pws Defender

bws Live Messenger Download satsuki
bws Mail

(o]
@ Run as administrator
O:psn T Tocation

Pin to Start Menu

bws Media Player
bws Meeting Space
bws Movie Maker
bws Photo Gallery
bws Update

sories Add to Quick Launch
and Upgrades
s

Restore previous versions

enance Send To »
soft Office

i Cut

icranics

P328L Copy

b Uninstall Delete
Utility .

=] PageMode Utility ename
\. Add Printer Wizard (TSP828L) Properties

Star TSPE00L Peeler (TSPB25L)
Star TSP828 UPS

@ Inthe User Account Control dialog box, click the Continue or Yes button.

(® Inthe Choose a local or network printer dialog box, click Add a local printer.

() Add Printer

Choose a local or network printer

% Add alocal printer \
Use this option only if you don't have a USB printer. (Windows automatically >

installs USB printers when you plug them in.)

< Add a network, wireless or Bluetooth printer
Make sure that your computer is connected to the network, or that your Bluetaoth
or wireless printer is turned on.

et | (o]

STAR MICRONICS CO. LTD.
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® In the Choose a printer port dialog box, select the port to use, and then click the Next button.

@ = Add Printer

Choose a printer port

A printer portis a type of connection that allows your computer to exchange information with a

printer.
|
< (@ Use an existing port: [LPTi: (Printer Port) 6 v]
— e

(C) Create a new port:

Type of port: Local Port

G D e

(® Select the printer to install, and then click the Next button.

@ = Add Printer

Install the printer driver

7 Select the manufacturer and model of your printer. if your printer came with an installation
.@ disk, click Have Disk. If your printer is not listed, consult your printer documentation for
compatible printer software

e

—
< Printers
Star TSPB00L Peeler (TSPS28L)

This driver is not digitally signed! [Windows Update | [ Have Disk.. |
Tell me why drver sigring i important

—
Ciea DN Gonee

® Specify the printer name that will be used after installation in Windows-based programs. Type the
printer name if you wish to change it. Additionally, you may set the printer currently being installed
as the default printer. Click the Next button to begin the installation.

@ = Add Printer

Type a printer name

tar TSPB00L Peeler (TSP325L)

Set as the default printer

This printer will be installed wi & Star TSPBOOL Peeler (TSPE25L) driver.

Cree D Gonee |

STAR MICRONICS CO. LTD.
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@ Make the appropriate printer-sharing settings, and then click the Next button.

==
\;j = Add Printer
Printer Sharing

If you wantt to share this printer, you must provide a share name. You can use the suggested
name or type a new one. The share name will be visible to other network users.

are this printer so that others on your network can find and use it

share name: | Star TSPBDOL Peeler (TSP828L)

Location:

Comment:

G

If installation was completed successfully, the following dialog box will appear. To print a test page,
click the Print a test page button. Click the Finish button to complete the installation.

==

() = AddPrintes

You've successfully added Star TSP80OL Peeler (TSP828L)

To see if the printer is working correctly, or to see troubleshooting information for the printer, print
a test page.

(| Frintatestpage )
—

—
G D]

Note: When using a serial port, do not print the test page.
Confirm the printer and computer printer port settings when printing via a serial port.
For details, see "4.1 Notes for Printing via a Serial Interface".

STAR MICRONICS CO. LTD.
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(® On the taskbar, click Start. On Windows Vista, click Control Panel, and then click Printer to open the
printer folder. On Windows 7, click Devices and Printers to open the printer folder.
Confirm that Star TSP828L Peeler (TSP828L) appears in the folder. If the appropriate printer
appears there, installation was completed successfully.

===

{ ) [ <« Printers

Name Documents Status

 Microsoft XPS Document
‘# Writer

-y

% ;eacl;

7 Star TSP80OL Peeler (TSP828L)

[ 43 |[ search

Wy Organize ~ 3= Views ~ 1o Addaprinter  (2)

STAR MICRONICS CO. LTD.
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1.2.4 Installing the USB Vendor Class Driver

If you need to update your USB Vendor Class Driver, please refer to the following description.

4 Updating the USB Vendor Class Driver

When you update your USB Vendor Class Driver, please refer to the separate volume of "USB
Vendor Class Update Manual".

In doing this, you need to specify the following folders as the reference location for the driver
updating.The reference location which is supported by each operating system is as following.

Page Specified folder
P2 Program Files\StarMicronics\TSP828L\UsbVendorClassDriver

To install the USB vendor class driver, proceed as follows.

@ At the printer, set DIP switch 1-5 to OFF. Then connect the printer to the computer, and turn on the
printer’s power. The computer’s Plug and Play feature detects the connection of the printer hardware
and automatically installs the USB vendor class driver software.

m For information about the printer’s DIP switches, refer to the Product Specifications Manual
(issued separately).

(@ On the desktop, right-click the Computer icon, and then click Manage on the drop-down menu.
(® Inthe User Account Control dialog box, click the Continue or Yes button.

@ From the Start menu, select Device Manager and confirm that SMJ USB Device (COM*) appears
under Ports (COM & LPT). If it does, installation has completed successfully.

= Device Manager =)= s
File Action View Help
e |7 E HE E E &S
25 Ports (COM & LPT) -
? Communications Port (COML)
PrintecBact (L PT]
SMU USE Device (COMS)

STAR MICRONICS CO. LTD.
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1.3 Uninstalling

1.3.1 Windows 2000/XP

m When using a USB vendor class driver, read the “Readme_En.txt" file located in the CD-ROM.

To uninstall the driver, proceed as follows.

(@ Turn off the power switch of the TSP828L.

@ From the Windows Start menu, select Programs — StarMicronics - TSP828L - Uninstall.

E} Settings
SO search

4= Run..

'B-B Programs
\
{% Documerts

@u Help and Support

IF) Accessories »
@ Internet Explorer

¥R Micrasoft Office Tooks
Microsoft Excel
Micrasaft Word

Windows XP Professional

77 start

E Shut Dawn. ..

Iz

€ 2

® When the following confirmation dialog box appears, click the Yes button to continue.

Are pou sure pou want to uninstal this product?

Gathering required informatian.

[ ]I, Cancel J

STAR MICRONICS CO. LTD.
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1.3.2 Windows Vista/7

To uninstall the driver, proceed as follows.

Note: Please do not uninstall the driver software using the Windows uninstaller (Control Panel
- Programs and Features), as this will not fully uninstall the software.
Please uninstall by following the procedure below.

[ G When using a USB vendor class driver, read the “Readme_En.txt” file located in the CD-ROM.

@ Turn off the power switch of the TSP828L.

(@ From the Windows Start menu, select Programs — StarMicronics - TSP828L, right-click Uninstall,
and then select Run as administrator.

B Adobe Reader &
@ Default Programs
@ Internet Explorer
Windows Calendar
[E=] Windows Contacts
i Windows Defender

& Windows Live Me;seg

@ Run as administrator

(5] Windows Mail 4
3 Windows Media Player Pin to Start Menu
Windows Mesting Space Add to Quick Launch

& Windows Movie Maker
‘Windows Photo Gallery
I Windows Update Send To b

Restore previous versions

. Accessories

. Extras and Upgrades e

. Games Copy

. Maintenance Delete

. Microsoft Office -

. StarMicronics eneme
. TspazsL Properties
£ Uninstall

) Utility

. Start
anup Default P

Help

Start Search 2 (1) a o
——

(® Inthe User Account Control dialog box, click the Continue or Yes button.
When the following confirmation dialog box appears, click the Yes button to continue.

Windows Installer 3

Ave you sure you want to uninstall this product?

—i

STAR MICRONICS CO. LTD.
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@ If the following window appears, select Do not close applications, and click OK.

TSP828L Printer Software ==

The following applications should be closed before continuing the
installation

Print Spooler

= Automatically close applications and attempt to restart them after
' setup is complete.

< (@) Do not close applications. (A Reboot wil be required >

CxD o=
o

® If the following window appears, click OK.

TUPS00 Printer Software (=3
|""_ The setup must update files or services that cannot be
updated while the system ig running. f you choose to
continue, a reboot will be required to complete the
setup.

E 0K ! Cancel

® The uninstaller launches to remove all of the TSP828L software from your computer.

TSPB23L Printer Software

_oJ] Please wait while Windows configures TSP828L Printer Software
=)

[T

= .

STAR MICRONICS CO. LTD.
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2. Windows 2000/XP/Vista/7 Printer Driver Settings

The driver supports two print modes: Raster and Line.

Notable differences between these two modes are as follows.

Prints graphics at high speed.

Suitable for reverse printing.

Supports device fonts.

Suitable for printing barcode device fonts.

The main capabilities that can be set by this driver are as follows.

Paper Type Yes Yes
Label Detect at Power On Yes Yes
Page Feed Type Yes Yes
Document Feed Type Yes Yes
Print Speed Yes Yes
Print Density Yes Yes
Document Top/Bottom Logos Yes Yes
Page Top/Bottom Logos No Yes
2-Color Printing Yes No
Device Font No Yes
Control Font No Yes
Barcode Font No Yes
2-Dimensional Barcodes No Yes

Note: Some of the above operations are mutually exclusive. If a A mark appears in the Device
Settings tab, refer to Section 3.2 and recheck your settings.

U Operational settings may not work as expected if you switch between Raster and Line mode
while your application is still running. Please restart the application after switching the mode.

J

STAR MICRONICS CO. LTD.
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2.1 Setting the Printer

Using the printer’s Properties dialog box, you can set various functions of this driver.

Begin by opening the Properties dialog box, as follows.

(@ On the taskbar, click Start. On Windows 2000 and XP, click Printers and Faxes. On Windows Vista,
click Control Panel, and then click Printers. On Windows 7, click Devices and Printers.

(@ Right-click the TSP828L printer icon to display the drop-down menu. On Windows 2000 and XP, click
Properties. On Windows Vista, click Run as administrator, and then click Properties. On Windows 7,
click Printer properties.

(® If you are using Windows Vista, the User Account Control dialog appears. Click Continue.

@ Atthe Properties dialog, click the Device Settings tab.

& Star TSP800L Peeler (TSPB28L) Properties

| General [ Sharing | Parts

[ Advanced |

| Color Management |

Device Settings

@ Sktar TSPE00L Peeler (TSPS2EL) Device Settings
= .ﬁ Farm Ta Tray Assignment

FRICTION: | RSeS|

= EI Inskallable Options
Print Mode: Raster
Paper Type: Label
Label Detect at Power On: Disable
Page Feed Tvpe: Mo Feed

Print Speed; High
Prinkt Density: +2
Dacument Top Logo: Mo Logo Prinked

Page Top Logo: Mo Logo Prinked
Page Bokbom Logo: WMo Logo Prinked

Document Feed Type: Peeler § Tear Bar

Document Boktkom Logo: Mo Logo Prinked

| ok

] [ Cancel

Apply

I Available device settings vary according to whether operation is in Raster or Line .

In the following explanations, and

appear to the right of the setting

name to indicate the mode to which the setting applies.

STAR MICRONICS CO. LTD.
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2.2 Explanation of Device Settings

* Print Mode

Sets the print mode. For details of each mode, refer to "2. Windows 2000/XP/Vista/7 Printer Driver Set-

tings".
Setting Default Meaning
Raster O Sets Raster mode.
Line Sets Line mode.

* Setting the Paper Type

Changes the paper type setting.

Setting Default Meaning

Label O Select this to print labels.

Variable length: the printer does not output white-space padding at the

Receipt end of the page data.

Fixed length: the printer outputs white-space padding up to the end of

Ticket the fixed-length page.

e Label Detect at Power On

If the printer's DIP switches 1-8 are set to OFF (normal mode), the paper type is set to Label, and this
feature is set to Enable, the first time you print after you turn on the power or after you set the paper
type to Label, the printer will feed the paper to the top position of the label on the next page if the
paper in the printer is in the middle of a label.

This setting is effective only in Label Paper Type.

Setting Default Meaning

On the first printing, the printer does not feed the paper by detecting
the label position.

On the first printing, the printer feed the paper by detecting the label
position.

Disable O

Enable

Note: This setting is not available if the paper type is set to Receipt or Ticket.

m If you set the printer's DIP switches 1-8 to ON (Label mode; the factory default setting), the
printer always detects the label position.
For information about the printer’s DIP switches, refer to the Product Specifications Manual

(issued separately).

STAR MICRONICS CO. LTD.
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* Page Feed Type

This sets the paper feed method for the end of all pages, excluding the last page.
When the printer is set to use the Peel Mode, paper is fed regardless of the Page Feed Type settings.

Setting

Default

Meaning

No Feed

(©)

The paper feed operation is not performed.

Peeler / Tear Bar

Paper is fed to the Tear Bar (cutting position).

Note: Refer to the separate Hardware Manual for the setting of the peel mode.

* Document Feed Type

This sets the paper feed method for the last page.
When the printer is set to use the Peel Mode, paper is fed regardless of the Document Feed Type set-

tings.

Setting

Default

Meaning

No Feed

@)

The paper feed operation is not performed.

Peeler / Tear Bar

Paper is fed to the tear bar (Cutting position).

Note: Refer to the separate Hardware Manual for the setting of the peel mode.

* Print Speed

Sets the print speed. Note that the setting also affects the print quality.

Setting Default Meaning
High O Priority is given to print speed over print quality.
Middle Sets print quality and print speed to intermediate level.
Low Provides the highest print quality but lowers print speed.

Note: When setting up color printing, this density setting has no effect on black print density
(which is fixed).

* Print Density

Sets the print density.

Setting Default Meaning
-3to-1 Larger value with — (minus) makes print density lighter.
Standard Prints with normal density.
+1to+3 O +2) Larger value with + (plus) makes print density darker.

STAR MICRONICS CO. LTD.
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* Document Top Logo

The NV logos are identified by their NV logo (image list) numbers. To select a top-of-document logo,
choose the appropriate logo number. Before making this setting, you must load NV logos into the
printer’s nonvolatile memory.

Setting

Default

Meaning

No Logo Printed

(©)

No logo printed at the document top.

Print Logo 1, ..., 10

Prints the selected logo at the document top.

Note: This setting is effective only in Line print mode.

* Page Top Logo

The NV logos are identified by their NV logo (image list) numbers. To select a top-of-page logo, choose
the appropriate NV logo (image list) number. Before making this setting, you must load NV logos into
the printer’s nonvolatile memory.

Setting

Default

Meaning

No Logo Printed

©)

No logo printed at the page top.

Print Logo 1, ..., 10

Prints the selected logo at the page top.

Note: This setting is effective only in Line print mode.

* Page Bottom Logo

The NV logos are identified by their NV logo (image list) numbers. To select the bottom-of-page logo,
choose the appropriate NV logo (image list) number. Before making this setting, you must load NV logos
into the printer’s nonvolatile memory.

Setting Default
No Logo Printed O

Meaning

No logo printed at the page bottom.

PrintLogo 1, ..., 10 Prints the selected logo at the page bottom.

Note: This setting is effective only in Line print mode.

* Document Bottom Logo

The NV logos are identified by their NV logo (image list) numbers. To select the bottom-of-document
logo, choose the appropriate NV logo (image list) number. Before making this setting, you must load
NV logos into the printer’s nonvolatile memory.

Setting Default

No Logo Printed O

Meaning

No logo printed at the document bottom.

Print Logo 1, ..., 10 Prints the selected logo at the document bottom.

Note: This setting is effective only in Line print mode.

STAR MICRONICS CO. LTD. 08
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2.3 Setting the Paper Size

This drivers let you use both preset standard sizes and custom, user-defined sizes.

2.3.1 Standard Sizes

The paper size can be selected separately for each driver. To proceed, open the driver’s Properties window
and click the Device Settings tab.

& Star TSPBOOL Peeler (TSP82BL) Properties 23

General Sharing POl sl |

Color Management | Device Settings

|~ ar TSPE00L Peeler (TSPEZEL) Device Sett\ng\
< =2 Form To Tray Assignment

o FRICTION: | Letter

B nrﬁ%

Frint: Mode: B (=] 3,00"2,25" - (76 2x57.2mm)
Faper Type: | (2] 3.0073.007 - (78 2x76.2mm)
Label Detect | (=] 3.00%3.70° - (76 2w34..0mm)
Page Feed Ty (5] 3.00"4.00" - (76.2x101.6mm)
Document Fel % 3.25"%2.00" - (82 650, 8mm)
Print Speed: | (2] 3.25"5.00" - (82 6x127.0mm)
Frint Density{ [=] 3,25"%5.50" - (82 6x139. Fm)
Document Tof a 3.25"%5.83" - (52,6146, Lrm)
Fage Top Log [=] 3,25"%7 35" - (52 6= 167.5mm)
Fage Bottom| (=] 4.00%1.50" - (101,636, Lmm)
Docurment Bof (=] 4,00%13.00" - (101.6x330.2mm)
5] 4.00"2.00" - {101, 6x50. 8mm)
5] +.00"2.50" - {101.6x63.5mm)
5] +.003.00" - (101.6x76. 2mm)
=] +.00"%4.00" - {101.6x101.Emm)
=] #.00"%5.00" - {101, 6x127.Omn)
=] #.007%6.00" - (101, 6xL52.4mm)
= cime - .

Paper sizes are classified into the A group mainly for receipt paper and ticket paper, and the B group
mainly for label paper.

4 A Group ( Mainly Receipt paper and Ticket paper)

Print Range i
Built-in Paper Sizes Default Width Ig-leight (Left/Righ}?:/%;;Bottom)
104mm X 200mm 104mm 200mm Omm
104mm x Receipt 104mm *0S's maximum print height omm
A4 210mm 297mm Omm
Letter O 8.5inch 11inch Omm
50.8mm x 200mm 50.8mm 200mm Omm
50.8mm X Receipt 50.8mm *0S's maximum print height omm
52.5mm x 200mm 52.5mm 200mm Omm
52.5mm X Receipt 52.5mm *0S's maximum print height omm
72mm X 200mm 72mm 200mm Omm
72mm X Receipt 72mm *0S's maximum print height omm

* In general, the operating system's maximum print height is about 3 m (3,000 mm).

[ U Please be sure to set a print width that is smaller than the paper width, so as to allow for
margins.

STAR MICRONICS CO. LTD.
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4 B Group ( Mainly Label paper)

Print Range Margins (mm)
Built-in Paper Size
Width(mm) | Height(mm) Left Right Top Bottom

Internet Postage - 3.29" x 3.5" 78.6 829 25 25 3 3
2.00" x 1.37" - (50.8 x 34.8mm) 45.8 28.8 2.5 2.5 3

2.00" x 1.50" - (50.8 x 38.1Tmm) 45.8 321 2.5 2.5 3 3
2.00" x 2.00" - (50.8 x 50.8mm) 45.8 44.8 25 2.5 3 3
2.00" x 4.00" - (50.8 x 101.6mm) 45.8 95.6 25 2.5 3 3
2.20" x 2.00" - (55.9 x 50.8mm) 50.9 44.8 2.5 2.5 3 3
2.20" x3.00" - (55.9 x 76.2mm) 50.9 70.2 25 25 3 3
2.20" x 4.00" - (55.9x 101.6mm) 50.9 95.6 2.5 2.5 3 3
2.25"x1.37"-(57.1 x 34.8mm) 52.1 28.8 2.5 2.5 3 3
2.25"x2.00" - (57.1 x 50.8mm) 52.1 44.8 2.5 2.5 3 3
2.25"x3.00" - (57.1 x 76.2mm) 52.1 70.2 2.5 2.5 3 3
2.25"x4.00" - (57.1 x 101.6mm) 52.1 95.6 2.5 2.5 3 3
2.25"x5.50" - (57.1 x 139.7mm) 52.1 133.7 2.5 2.5 3 3
2.38"x5.50" - (50.8 x 139.7mm) 55.4 133.7 2.5 2.5 3 3
2.50"x2.00" - (63.5 x 50.8mm) 58.5 44.8 25 25 3 3
3.00" x 2.00" - (76.2 x 50.8mm) 71.2 448 2.5 2.5 3 3
3.00" x 2.25" - (76.2 x 57.2mm) 71.2 51.2 2.5 2.5 3 3
3.00" x 3.00" - (76.2 x 76.2mm) 71.2 70.2 2.5 2.5 3 3
3.00" x 3.70" - (76.2 x 94.0mm) 71.2 88.0 2.5 2.5 3 3
3.00" x4.00" - (76.2 x 101.6mm) 71.2 95.6 2.5 2.5 3 3
3.25"x2.00" - (82.6 x 50.8mm) 77.6 44.8 2.5 2.5 3 3
3.25"x5.00" - (82.6 x 127.0mm) 77.6 121.0 2.5 2.5 3 3
3.25"x5.50" - (82.6 x 139.7mm) 77.6 133.7 25 25 3 3
3.25"x 5.83"-(82.6 x 148.1mm) 77.6 142.1 2.5 2.5 3 3
3.25"x 7.38"-(82.6 x 187.5mm) 77.6 181.5 2.5 2.5 3 3
4.00" x 1.50"-(101.6 x 38.1Tmm) 96.6 321 2.5 2.5 3 3
4.00" x 2.00"-(101.6 x 50.8mm) 96.6 44.8 2.5 2.5 3 3
4,00" x 2.50" - (101.6 x 63.5mm) 96.6 57.5 2.5 2.5 3 3
4.00" x 3.00" - (101.6 x 76.2mm) 96.6 70.2 2.5 25 3 3
4.00" x4.00"-(101.6 x 101.6mm) 96.6 95.6 25 25 3 3
4.00" x 5.00"-(101.6 x 127.0mm) 96.6 121.0 25 25 3 3
4.00" x6.00"-(101.6 x 152.4mm) 96.6 146.4 2.5 2.5 3 3
4.00" x6.25"-(101.6 x 158.8mm) 96.6 152.8 2.5 2.5 3 3
4.00" x6.50"-(101.6 x 165.1mm) 96.6 159.1 2.5 2.5 3 3
4.00" x 8.00"-(101.6 x 203.2mm) 96.6 197.2 2.5 2.5 3 3
4.00" x 13.00" - (101.6 x 330.2mm) 96.6 324.2 2.5 2.5 3 3

STAR MICRONICS CO, LTD. a0
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2.3.2 User-Defined Paper Settings

The paper size that will be used can be defined. The procedure is as follows.

@® On the taskbar, click Start. On Windows 2000 and XP, click Printers and Faxes. On Windows Vista,
click Control Panel, and then click Printers. On Windows 7, click Devices and Printers.

(@ On Windows 2000, XP, and Vista, right-click a blank area in the Printers folder to display the drop-
down menu. On Windows 2000 and XP, click Server Properties. On Windows Vista, click Run as
administrator, and then click Server Properties. On Windows 7, select the printer icon, and click
Printer server properties on the menu-bar.

If you are using Windows Vista, the User Account Control dialog appears. Click Continue.
Click the Forms tab.
If you are using Windows 7, click Change Form Settings button.

Select the Create a new form check box.

Q@ © o ©

In the Form name textbox, overwrite the current name with a new name for the custom size you are
defining.

©

In the Form description (measurements) area, select the appropriate Units and type the desired
Width and Height settings.

H Note: Set all four margins (left, right, top, and bottom) to “0".

(© Click the Save Form button. Click the OK button to close the dialog box.

& Print Server Properties

(
@&

iﬁlm& J)’u:urts | Drivers || Advanced|

Formz one DDESEV=PSPZEM

10614
1417
12411

Delete

Save Farm

e >
e —— —— \
—,
} Create a new form D
@ Define a new form by editing the existing name and
meazurements. Then click Sawe Form,
Gﬂrm dezcrphion [meazurements) \
LI riits: () Metric (%) English
= Faper size: Frinter area margins:

O— ‘it Left Top  [0.00in
Height: Fight: Battom: | 0.00in 1=
\_ 7

Ii

\

OF. — Tancel Apply
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Available paper sizes are as follows.

Width Height
Minimum Maximum Minimum Maximum
30.0 mm 104.0 mm 254 mm *0OS's maximum print height

* In general, the operating system's maximum print height is about 3 m (3,000 mm).

G0 User-defined sizes are available to all drivers that can support the dimensions (as indicated in
the table).

STAR MICRONICS CO. LTD.
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2.4 Setting the Print Color and Paper Type

This printer driver's Raster mode supports two-color printing. This section explains how to set up color
printing, and how to set the printer to print on special paper types.

@ On the taskbar, click Start. On Windows 2000 and XP, click Printers and Faxes. On Windows Vista,
click Control Panel, and then click Printers. On Windows 7, click Devices and Printers.

(@ Right-click the printer icon that you wish to set. In te drop-down menu, click Printing Preference.

® Click the Paper/Quality tab.
Select the paper type appropriate for the specified print color.

Selecting the paper type and print color:

& Star, TSPBOOL Pesler (TSP828L) Printing Preferences ?Ix

Lapout NSaper/Qualt
ﬁray Selection

Paper Source: | Automatically Select v ‘

Media: normal type paper v

Color 2 color paper

high image stability paper

TN 0
(® Blagk & White =8| O Calor
- -

Adwanced,

¢ For normal monochrome printing (Standard thermal paper)
Media : Select normal type paper.
Color : Select check button of Black & White.

4 For color printing (2-color thermal paper)
Media : Select 2 color paper.
Color : Select check button of Color.

4 For printing on special paper (dense black printing; some special high-stability papers)
Media : Select high image stability paper.
Color : Select check button of Black & White.

STAR MICRONICS CO. LTD.
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3. Device Fonts

This printer driver provides device fonts that can be used during operation in Line mode.

The printer driver supports a variety of device fonts that are installed on the printer. Printer fonts come in several
font sizes and produce clearer printing than TrueType fonts. Barcode fonts and two-dimensional code fonts can
be used to generate and print barcodes and two-dimensional codes of a variety of standards and sizes through
the use of special codes. Control fonts can be used to control the printer through the embedding of character-
based commands in print jobs.

3.1 Divice Fonts List

The following table contains the device fonts that the printer driver supports. To use the device fonts,
specify the font and the appropriate font size (in points) in the application's format settings. In Microsoft
Word and Excel, the height of 24 pixels equals 8.5 points.

Fonts (\F’)Vii;g?) (T) ?;glr;t) Co;l;rnmr;; * Meaning
(576 dots)
Printer 17cpi 12 24 48 Printer fonts ( ANK Fonts)
Printer 8.5¢pi 24 24 24
Printer 17cpiTall 12 48 48
Printer 8.5cpi Tall 24 48 24
Printer 16cpi 13 24 44
Printer 8cpi 26 24 22
Printer 16¢pi Tall 13 48 44
Printer 8cpi Tall 26 48 22
Printer 14cpi 15 24 38
Printer 7cpi 30 24 19
Printer 14cpiTall 15 48 38
Printer 7cpi Tall 30 48 19
Printer 17cpi (RED) 12 24 48
Printer 8.5cpi (RED) 24 24 24
Printer 17cpi Tall (RED) 12 48 48
Printer 8.5cpi Tall (RED) 24 48 24
Printer 16¢cpi (RED) 13 24 44
Printer 8cpi (RED) 26 24 22
Printer 16cpi Tall (RED) 13 48 44
Printer 8cpi Tall (RED) 26 48 22
Printer 14cpi (RED) 15 24 38
Printer 7cpi (RED) 30 24 19
Printer 14cpi Tall (RED) 15 48 38
Printer 7cpi Tall (RED) 30 48 19

STAR MICRONICS CO. LTD.
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Fonts (\gzﬁg (I:) ?)Lzlr:; Co;l;rnmr;; * Meaning
(576 dots)
Printer 14cpi (RED) 15 24 38 Printer fonts ( ANK Fonts )
Printer 7cpi (RED) 30 24 19
Printer 14cpi Tall (RED) 15 48 38
Printer 7cpi Tall (RED) 30 48 19
UPC-E 12 24 48 Barcode fonts
UPC-A 12 24 48
JAN/EAN-8 12 24 48
JAN/EAN-13 12 24 48
CODE39 12 24 48
ITF 12 24 48
NW-7(Codaber) 12 24 48
QR-CNTL 1 24 576 two-dimensional code fonts
PDF417 1 24 576
DATA1 1 24 576
DATA2 1 24 576
DATA3 1 24 576
Control 12 24 48 Control fonts
ESC_FONT 1 24 576

STAR MICRONICS CO. LTD.
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3.2 Barcode Fonts

This printer driver's barcode fonts are available for use during operation in Line mode.

Select barcode fonts and enter the code to generate and print the barcode.

When printing a barcode image is printed, and then notations are printed under the barcode image.

Barcode images do not appear in the window of the application.

3.2.1 Barcode Font List

The table below shows supported types of barcode fonts and available types of characters.

Barcode Type Character Columns Available Character Set
UPC-E 12 columns Value:0to 9
UPC-A 12 columns Value: 0to 9
JAN/EAN-8 8 columns Value:0to 9
JAN/EAN-13 13 columns Value:0to 9
Value:0to 9
Symbol: -, ., <SP>, S, /, +, %
CODE39 More than 1 column Alphabet: A to Z
Start/stop code: * (*1)
ITF More than 2 column Value: 0to 9
(even number)
Value:0to 9
NW-7 (Codaber) More than 1 column Symbol: -, $,:/,.. +,
Alphabet: Ato D

*1) Start/stop code is automatically entered, so there is no need to specify it when entering the code.

STAR MICRONICS CO. LTD.
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3.2.2 Entering the Barcode Font

Barcode fonts consist of the following parameters that are combined together: the parameter to set
mode, the parameter to set height, the barcode data, and the parameter for barcode end.

Example: To generate the barcode for '0123ABC' using CODE39 (2 dot mode, 8 mm height)

Data to enter: apABCDE67890z
v
a p ABCDE67890 z

Parameter for barcode end

Hu,n

Enter“z".

Barcode data

\/

Enter actual barcode data.

\/
L]

Parameter to set height

un "y n

Specify within the range of “0" to “v

\/

Parameter to set mode

un un

Specify within the range of “a” to “i".

Print Sample:
I

For details of each parameter, refer to "3.2.3 Barcode Font Parameter List".

STAR MICRONICS CO. LTD.
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3.2.3 Barcode Font Parameter List

4 Parameter to set Minimum module width

UPC-E, UPC-A CODE39 TE
Character to use barcode JAN/EAN-8, NW-7 (*1)
JAN/EAN-13 (*1)
a 2 dots 2 dots (6) 2 dots (5)
b 3 dots 3 dots (9) 4 dots (10)
C 4 dots 4 dots (12) 6 dots (15)
d — 2 dots (5) 2 dots (4)
e — 3 dots (8) 4 dots (8)
f — 4 dots (10) 6 dots (12)
g — 2 dots (4) 2 dots (6)
h — 3 dots (6) 3 dots (9)
i 4 dots (8) 4 dots (12)

*1) Number in () means number of dots with t

4 Parameter to set height

hick pattern.

Character to use barcode font

Barcode height

(0]

Barcode height: 32 dots (4 mm)

p

Barcode height: 64 dots (8 mm)

Barcode height: 96 dots (12 mm)

Barcode height: 128 dots (16 mm)

Barcode height: 160 dots (20 mm)

Barcode height: 192 dots (24 mm)

Barcode height: 224 dots (28 mm)

Barcode height: 255 dots (31.9 mm)

4 Parameter for barcode end

Character to use barcode font

Barcode height

z

Ending code of barcode data (1 EH)

STAR MICRONICS CO. LTD.
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3.2.4 Generating a Barcode Using Microsoft Word

The following is an example of how to set and use barcode fonts.

(@) Select the device font with the barcode name from the font list.
In the following example, select the barcode font of CODE39

Eﬁj Document1 - Microsoft Word

! File Edit “ew Insert Formak  Tools  Table  Window Tvpe a queskion for help |+ X

: = : Mormal imes Mew Roman u i = i - & -

[L]eg - v - % CASTELLAR .
T Centaur

| T Century

B Century Gothic

T Century achoolbeck

T Chiller

|2 CODEZY

i Colonna LT

; B Comic Sans M5

- & Control

T Cooper Black

T COPPERFLATE GOTHIC Bl

|

«Cu»|<

= ElER:ES Il | >
Page 1 Sec 1 111 ak 1" Lm1 ol 1 REC| ITRE| [ExT | owr| | B

Note: When using device fonts with Microsoft Word, refer to "4.2 Notes for Using Microsoft
Word".

STAR MICRONICS CO. LTD.
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(@ Enter codes.
Also, set the font height. (For CODE39, set the font height to“8.5")

@i Document1 - Microsoft Word

! File Edit “ew Insert Format  Tools  Table  Window  Help

: | [ G Mormal + COD

El-g---|---1---|---2---|---3---|---4---|---5---|-A|

apABCDEETE3 0=

® Print.
When printing, a barcode is generated and printed out.

<Print Sample>

I

STAR MICRONICS CO. LTD. 40
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3.3 Two-dimensional code font

The printer driver supports a two-dimensional code font ("QR_CNTL, "PDF417").

This printer driver, when operating in Line mode, is capable of printing QR and PDF417 codes through use

of the appropriate TSP828L device fonts.

To print QR code/PDF417, use a two-dimensional code font (“QR_CNTL", “PDF417", “DATA1", “DATA2",
“DATA3") and control font (“ESC_FONT") together.

3.3.1 Two-dimensional code font List

Each font has the following features.

Fonts Operation Comments Remarks
OR_CNTL QR code Outputs each command for printing
- Command setting two-dimensional code.
PDE417 PDF417 Outputs each command for printing
Command setting PDF417.
DATA1 Replaces ¥x20 ~ ¥x7F with ¥x00 to
¥x5F.
Replaces ¥x20 to ¥x7F with ¥x60 to Can output ¥x00
DATA2 ¥xBF. to ¥xFF.
Data setting
DATA3 Replaces ¥x20 to ¥x5F with ¥xCO0 to
¥xFF.
Outputs without replacing ¥x20 to Can output ¥x20
ESC_FONT ¥x7F. to ¥x7F

STAR MICRONICS CO. LTD.
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3.3.2 Entering two-dimensional code font

Enter two-dimensional code fonts in the following format.

@ Set the two-dimensional code type
Parameters are set to their default values. Enter only the parameters that you want to change.
(@ Set the two-dimensional code data
Enter the barcode cell size, the various parameters, and then the two-dimensional code data.
(® Get barcode expansion information (optional)
The printer returns an error if there is a conflict in the settings specified in steps 1 and 2.

@ Print the two-dimensional code

For details of each commands, refer to the Star Line Mode Command Specifications (issued separately).

Example: To generate a two-dimensional code for '012345ABCD' in QR code (25% error correction rate)

Print Sample:

@ 'E2'
® A"
® '*'
@ [
® '012345ABCD'
® P

Data to enter: E2A0* 012345ABCDP

QR_CNTL
QR_CNTL

DATA1

DATA1

ESC_FONT
QR_CNTL

*1 Enter '0A; which is the number of bytes of two-dimensional code data (10 bytes) expressed in

hexadecimal notation. Enter the low byte (A) and then the high byte (0).

Sets the Error Correction level to Q (25%)
Sets the QR code data (auto analysis)

Setting the QR code data parameter
A=\x0A ="*" =1

Setting the QR code data parameter
0=\x00=""(space) #1

Sets the two-dimensional code data

Prints the two-dimensional code

E#EE

For details of each fonts, refer to "3.3.3 Two-dimensional Code Command Setting Font".

STAR MICRONICS CO. LTD.
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3.3.3 Two-dimensional Code Command Setting Font

4 QR code setting font (QR_CNTL)

Cha:géi&ﬁ.l}lj_f?ofr?{ i Operation Code output by the driver

0 For parameters to set the command for each QR code ¥x00

1 For parameters to set the command for each QR code ¥x01

2 For parameters to set the command for each QR code ¥x02

3 For parameters to set the command for each QR code ¥x03

4 For parameters to set the command for each QR code ¥x04

5 For parameters to set the command for each QR code ¥x05

6 For parameters to set the command for each QR code ¥x06

7 For parameters to set the command for each QR code ¥x07

8 For parameters to set the command for each QR code ¥x08

9 For parameters to set the command for each QR code ¥x09

M Model setting of QR code ¥x1b¥x1dyS0

M1 Model setting of QR code: Model 1 ¥x1b¥x1dyS0¥x01

M2 Model setting of QR code: Model 2 ¥x1b¥x1dyS0¥x02

E Correction level setting ¥x1b¥x1dyS1
* EI(EO) Correction level L (Correction rate 7%) ¥x1b¥x1dyS1¥x00
*Em(ET) Correction level M (Correction rate 15%) ¥x1b¥x1dyS1¥x01
*Eq(E2) Correction level Q (Correction rate 25%) ¥x1b¥x1dyS1¥x02
*Eh(E3) Correction level H (Correction rate 30%) ¥xTb¥x1dyS1¥x03
S1to S8 Module size setting (unit: dot) ¥xTh¥x1dyS2(¥x01 to 08)

A0 QR code data setting (data automatic analysis) ¥xT1b¥x1dyD1¥x00

B QR code data setting (data manual analysis) ¥xT1b¥x1dyD2

P QR code printing ¥x1b¥x1dyP

¥) The correction level can be set using the method in ().

STAR MICRONICS CO. LTD.

— 43—

StQIF*



Label Printer

TSP828L

Printer Driver Manual

¢ PDF417 setting font (PDF417)

Charecter to use for the Operation Code output by the

PDF417"font driver
0 For parameters to set the command for each PDF417 ¥x00
1 For parameters to set the command for each PDF417 ¥x01
2 For parameters to set the command for each PDF417 ¥x02
3 For parameters to set the command for each PDF417 ¥x03
4 For parameters to set the command for each PDF417 ¥x04
5 For parameters to set the command for each PDF417 ¥x05
6 For parameters to set the command for each PDF417 ¥x06
7 For parameters to set the command for each PDF417 ¥x07
8 For parameters to set the command for each PDF417 ¥x08
9 For parameters to set the command for each PDF417 ¥x09
S Setting PDF417 barcode size ¥x1b¥x1dxS0
E Setting PDF417 security level (ECC) ¥x1b¥x1dxS1
M Setting X-direction size of PDF417 module ¥x1b¥x1dxS2
A Setting aspect ratio of PDF417 module ¥xT1b¥x1dxS3
D Setting PDF417 barcode data ¥xTh¥x1dxD
P Prints PDF417 barcode ¥xTb¥x1dxP
| Acquires explanatory information of PDF417 barcode ¥xTb¥x1dxl

STAR MICRONICS CO. LTD.
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4 Two-dimensional Code Data Setting Font (DATA1, DATA2, DATA3, ESC_FONT)

Data to enter Data to output
Character information specified by | Character code to actually output to the printer by the printer
the user in applications (Word, VB, | driver
etc.)
Character Character code ESC_FONT DATA1 DATA2 DATA3
Blank ¥x20 ¥x20 ¥x00 ¥x60 ¥xCO
! ¥x21 ¥x21 ¥x01 ¥x61 ¥xC1
" ¥x22 ¥x22 ¥x02 ¥x62 ¥xC2
# ¥x23 ¥x23 ¥x03 ¥x63 ¥xC3
$ ¥x24 ¥x24 ¥x04 ¥x64 ¥xC4
% ¥x25 ¥x25 ¥x05 ¥x65 ¥xC5
& ¥x26 ¥x26 ¥x06 ¥x66 ¥xC6
! ¥x27 ¥x27 ¥x07 ¥x67 ¥xC7
( ¥x28 ¥x28 ¥x08 ¥x68 ¥xC8
) ¥x29 ¥x29 ¥x09 ¥x69 ¥xC9
* ¥x2A ¥x2A ¥x0A ¥X6A ¥xCA
+ ¥x2B ¥x2B ¥x0B ¥x6B ¥xCB
, ¥x2C ¥x2C ¥x0C ¥x6C ¥xCC
- ¥x2D ¥x2D ¥x0D ¥x6D ¥xCD
¥x2E ¥x2E ¥x0E ¥x6E ¥xCE
¥x2F ¥x2F ¥xOF ¥x6F ¥xCF
0 ¥x30 ¥x30 ¥x10 ¥x70 ¥xDO
1 ¥x31 ¥x31 ¥x11 ¥x71 ¥xD1
2 ¥x32 ¥x32 ¥x12 ¥x72 ¥xD2
3 ¥x33 ¥x33 ¥x13 ¥x73 ¥xD3
4 ¥x34 ¥x34 ¥x14 ¥x74 ¥xD4
5 ¥x35 ¥x35 ¥x15 ¥x75 ¥xD5
6 ¥x36 ¥x36 ¥x16 ¥x76 ¥xD6
7 ¥x37 ¥x37 ¥x17 ¥x77 ¥xD7
8 ¥x38 ¥x38 ¥x18 ¥x78 ¥xD8
9 ¥x39 ¥x39 ¥x19 ¥x79 ¥xD9
¥x3A ¥x3A ¥XT1A ¥X7A ¥xDA
; ¥x3B ¥x3B ¥x1B ¥x7B ¥xDB
< ¥x3C ¥x3C ¥x1C ¥x7C ¥xDC
= ¥x3D ¥x3D ¥x1D ¥x7D ¥xDD
> ¥x3E ¥x3E ¥X1E ¥x7E ¥xDE
? ¥x3F ¥x3F ¥x1F ¥x7F ¥xDF
@ ¥x40 ¥x40 ¥x20 ¥x80 ¥xEO
A ¥x41 ¥x41 ¥x21 ¥x81 ¥xE1

STAR MICRONICS CO. LTD.
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Data to enter Data to output
Character information specified by | Character code to actually output to the printer by the printer
the user in applications (Word, VB, | driver
etc.)
Character Character code ESC_FONT DATA1 DATA2 DATA3
B ¥x42 ¥x42 ¥x22 ¥x82 ¥xE2
C ¥x43 ¥x43 ¥x23 ¥x83 ¥xE3
D ¥x44 ¥x44 ¥x24 ¥x84 ¥xE4
E ¥x45 ¥x45 ¥x25 ¥x85 ¥xES5
F ¥x46 ¥x46 ¥x26 ¥x86 ¥xE6
G ¥x47 ¥x47 ¥x27 ¥x87 ¥xE7
H ¥x48 ¥x48 ¥x28 ¥x88 ¥xE8
I ¥x49 ¥x49 ¥x29 ¥x89 ¥xE9
J ¥x4A ¥x4A ¥x2A ¥x8A ¥xEA
K ¥x4B ¥x4B ¥x2B ¥x8B ¥xEB
L ¥x4C ¥x4C ¥x2C ¥x8C ¥XEC
M ¥x4D ¥x4D ¥x2D ¥x8D ¥XED
N ¥x4E ¥x4E ¥x2E ¥x8E ¥xEE
0] ¥x4F ¥x4F ¥x2F ¥x8F ¥xEF
P ¥x50 ¥x50 ¥x30 ¥x90 ¥xFO
Q ¥x51 ¥x51 ¥x31 ¥x91 ¥xF1
R ¥x52 ¥x52 ¥x32 ¥x92 ¥xF2
S ¥x53 ¥x53 ¥x33 ¥x93 ¥xF3
T ¥x54 ¥x54 ¥x34 ¥x94 ¥xF4
u ¥x55 ¥x55 ¥x35 ¥x95 ¥xF5
\" ¥x56 ¥x56 ¥x36 ¥x96 ¥xF6
W ¥x57 ¥x57 ¥x37 ¥x97 ¥xF7
X ¥x58 ¥x58 ¥x38 ¥x98 ¥xF8
Y ¥x59 ¥x59 ¥x39 ¥x99 ¥xF9
Z ¥x5A ¥x5A ¥x3A ¥x9A ¥xFA
¥x5B ¥x5B ¥x3B ¥x9B ¥xFB
¥ ¥x5C ¥x5C ¥x3C ¥x9C ¥xFC
] ¥x5D ¥x5D ¥x3D ¥x9D ¥xFD
A ¥x5E ¥x5E ¥x3E ¥x9E ¥xFE
_ ¥x5F ¥x5F ¥x3F ¥x9F ¥xFF
¥x60 ¥x60 ¥x40 ¥xA0 -
a ¥x61 ¥x61 ¥x41 ¥xA1 -
b ¥x62 ¥Xx62 ¥x42 ¥xA2 -
C ¥x63 ¥x63 ¥x43 ¥xA3 -
d ¥x64 ¥x64 ¥x44 ¥xA4 -
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Data to enter Data to output

Character information specified by | Character code to actually output to the printer by the printer

the user in applications (Word, VB, | driver

etc.)

Character Character code ESC_FONT DATA1 DATA2 DATA3
e ¥x65 ¥Xx65 ¥x45 ¥xA5 -
f ¥X66 ¥X66 ¥x46 ¥xA6 -
g ¥x67 ¥x67 ¥x47 ¥xA7 -
h ¥x68 ¥x68 ¥x48 ¥XA8 -
i ¥x69 ¥x69 ¥x49 ¥xA9 -
j ¥X6A ¥X6A ¥x4A ¥xAA -
k ¥x6B ¥x6B ¥x4B ¥xAB -
I ¥x6C ¥x6C ¥x4C ¥xAC -
m ¥x6D ¥x6D ¥x4D ¥xAD -
n ¥x6E ¥x6E ¥x4E ¥XAE -
o ¥x6F ¥x6F ¥x4F ¥xAF -
p ¥x70 ¥x70 ¥x50 ¥xB0O -
q ¥x71 ¥x71 ¥x51 ¥xB1 -
r ¥x72 ¥x72 ¥x52 ¥xB2 -
S ¥x73 ¥x73 ¥x53 ¥xB3 -
t ¥x74 ¥x74 ¥x54 ¥xB4 -
u ¥x75 ¥X75 ¥x55 ¥xB5 -
v ¥Xx76 ¥X76 ¥x56 ¥xB6 -
w ¥x77 ¥x77 ¥x57 ¥xB7 -
X ¥x78 ¥x78 ¥x58 ¥xB8 -
y ¥x79 ¥x79 ¥x59 ¥xB9 -
z ¥X7A ¥x7A ¥x5A ¥xBA -
{ ¥x7B ¥x7B ¥x5B ¥xBB -
| ¥x7C ¥x7C ¥x5C ¥xBC -
} ¥x7D ¥x7D ¥x5D ¥xBD -
~ ¥Xx7E ¥X7E ¥x5E ¥xBE -
<DEL>* ¥x7F ¥x7F ¥x5F ¥xBF -

* Cannot be entered using a character.

STAR MICRONICS CO. LTD.
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3.3.4 Using the Two-dimensional Code Font

When using the QR code/PDF417 font, data of the two-dimensional code can be specified up to 500

bytes. (500 bytes includes the types of data entered and the separator.)

A sample program for Visual Basic using two-dimensional code font is provided below.

4 QR code print—Sample 1 (QR code data setting: For data manual analysis setting)

Private Sub Command1_Click()

Printer.Font.Name = "Printer 17cpi"
Printer.Print

Printer.Print "DATA:"

Printer.Print "http://www.star-m.jp/"
Printer.Print

Printer.Print "QR code:";

Printer.Font.Name = "QR_CNTL"
Printer.Print "M2";

Printer.Print "Em";

Printer.Print "S3"

Printer.Print "B1";
Printer.Print "2";

Printer.Font.Name = "DATA1"
Printer.Print Chr(&H35);
Printer.Print Chr(&H20);

Printer.Font.Name = "ESC_FONT"
Printer.Print "http://www.star-m.jp/";

Printer.Font.Name = "QR_CNTL"
Printer.Print "P"

Printer.EndDoc
End Sub

Printer.Font.Name = "Printer 17cpi Tall"
Printer.Print "QR Code Test Print for VB 6.0"

'Sets QR_CNTL font

' Sets barcode model

' Sets correction level (Correction rate 15%)
' Sets module size (Module size 3 dots)

' Sets barcode data (Manual analysis) + Number of blocks
" Alphanumeric (Data type)

' DATA1 = 0x0000 - 0x005F

"ESC_FONT = 0x0020 - 0x007F
' Barcode data (21 byte)

' Sets QR_CNTL font

' Prints barcode data

~

type of data to enter.

N

GZII) When QR code data is set to data manual analysis, be sure to set the number of blocks and

For details on setup, refer to the separate “STAR Line Mode Command Specifications”.

STAR MICRONICS CO. LTD.
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4 QR code print—Sample 2 (QR code data setting: For data automatic analysis setting)

Private Sub Command2_Click()
Printer.Font.Name = "Printer 17cpi Tall"
Printer.Print "QR Code Test Print for VB 6.0"

Printer.Font.Name = "Printer 17cpi"
Printer.Print

Printer.Print "DATA:"

Printer.Print "http://www.star-m.jp/"
Printer.Print

Printer.Print "QR code:";

Printer.Font.Name = "QR_CNTL"
Printer.Print "M1";

Printer.Print "Eq";

Printer.Print "S7"

Printer.Print "AQ";

Printer.Font.Name = "DATA1"
Printer.Print Chr(&H35);
Printer.Print Chr(&H20);

Printer.Font.Name = "ESC_FONT"

Printer.Print "http://www.star-m.jp/";

Printer.Font.Name = "QR_CNTL"
Printer.Print "P"

Printer.EndDoc
End Sub

' Sets QR_CNTL font
' Sets barcode model
' Sets correction level (Correction rate 25%)

' Sets module size (Module size 7 dots)

' Sets barcode data (Automatic analysis)

' DATAT = 0x0000 - 0x005F

Converts 0x35—0x15, 0x20—0x0
Number of bytes: 21(0x15)+0(0x0)=21 byte

"ESC_FONT = 0x0020 - 0x007F
'Barcode data (21 byte)

'Sets QR_CNTL font
' Prints barcode data

STAR MICRONICS CO. LTD.
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4 PDF417 print — Sample 1

Private Sub Command4_Click()
Printer.Font.Name = "Printer 17cpi Tall"
Printer.Print "PDF417 Test Print for VB 6.0"

Printer.Font.Name = "Printer 17cpi"
Printer.Print

Printer.Print "DATA:"

Printer.Print "1234567890"
Printer.Print

Printer.Print "PDF417:";

Printer.Font.Name = "PDF417"

Printer.Print "S023"; ' Sets barcode size

Printer.Print "E3"; ' Sets ECC level

Printer.Print "M3" ' Sets X-direction size of the module
Printer.Print "A3" ' Sets aspect ratio of the module
Printer.Print "D"; ' Sets barcode data
Printer.Font.Name = "DATA1" ' DATA1 = 0x0000 - 0x005F
Printer.Print Chr(&H2A); "Number of bytes of barcode data
Printer.Print Chr(&H20);

Printer.Font.Name = "ESC_FONT" "ESC_FONT = 0x0020 - 0x007F

Printer.Print "1234567890";

Printer.Font.Name = "PDF417"
Printer.Print "P" ' Prints barcode data

Printer.EndDoc
End Sub

STAR MICRONICS CO. LTD.
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4 PDF417 print — Sample 2

Private Sub Command5_Click()
Printer.Font.Name = "Printer 17cpi Tall"
Printer.Print "PDF417 Test Print for VB 6.0"

Printer.Font.Name = "Printer 17cpi"
Printer.Print

Printer.Print "DATA:"

Printer.Print "http://star-m.jp/"
Printer.Print

Printer.Print "PDF417:";

Printer.Font.Name = "PDF417"

Printer.Print "S023"; ' Sets barcode size

Printer.Print "E3"; ' Sets ECC level

Printer.Print "M3" ' Sets X-direction size of the module
Printer.Print "A3" ' Sets aspect ratio of the module
Printer.Print "D"; ' Sets barcode data
Printer.Font.Name = "DATA1" ' DATA1 = 0x0000 - 0x005F
Printer.Print Chr(&H31); "Number of bytes of barcode data
Printer.Print Chr(&H20);

Printer.Font.Name = "ESC_FONT" "ESC_FONT = 0x0020 - 0x007F

Printer.Print "http://star-m.jp/";
Printer.Font.Name = "PDF417"
Printer.Print "P" ' Prints barcode data

Printer.EndDoc
End Sub

STAR MICRONICS CO. LTD.
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3.4 Control Fonts

This printer driver provides a control font that can be used during operation in Line mode.

The control font is used to execute various printer actions, and is not used for printing. Each character is

the font is associated with a particular action.

3.4.1 Control Font Characters and Their Operations

The operations that can be executed through the control font are shown below.

Character

Operation

>

Drive cash drawer 1 (50 ms)

Drive cash drawer 1 (100 ms)

Drive cash drawer 1 (150 ms)

Drive cash drawer 1 (200 ms)

Drive cash drawer 1 (250 ms)

Drive cash drawer 2 (200 ms)

Output LF

Output CR

Auto-cutter: Full-cut

Auto-cutter: Partial-cut

Print NV Bit Image 1 in regular mode

T O 9| nm|iN|O| | MmO N| @

Print NV Bit Image 2 in regular mode

Print NV Bit Image 3 in regular mode

—

Print NV Bit Image 4 in regular mode

Print NV Bit Image 5 in regular mode

Print NV Bit Image 1 in double-width mode

Print NV Bit Image 2 in double-width mode

Print NV Bit Image 3 in double-width mode

Print NV Bit Image 4 in double-width mode

Print NV Bit Image 5 in double-width mode

Print NV Bit Image 1 in double-height mode

Print NV Bit Image 2 in double-height mode

Print NV Bit Image 3 in double-height mode

Print NV Bit Image 4 in double-height mode

N|l<|X|S|<|c|Hd|w|=m|0|=x

Print NV Bit Image 5 in double-height mode

—

Print NV Bit Image 1 in 4x mode

Print NV Bit Image 2 in 4x mode

STAR MICRONICS CO. LTD.
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Character Operation

A Print NV Bit Image 3 in 4x mode

_ Print NV Bit Image 4 in 4x mode
Print NV Bit Image 5 in 4x mode

a Align left

b Align center

d Align right

e Set new line to 3 mm (1/8 inch)

f Set new line to 4 mm (1/6 inch)

g International character select: USA

h International character select: France

i International character select: Germany
International character select: England

k International character select: Denmark |

I International character select: Sweden

m International character select: Italy

n International character select: Spain |

o International character select: Japan

p International character select: Norway

q International character select: Denmark II

r International character select: Spain Il

s International character select: Latin America

t Print using black/white inversion

u Cancel black/white inversion

v Customer display: Start data transfer

w Customer display: End data transfer

X Customer display: Display clear

Note: The printer ignores control font characters that it does not support.

STAR MICRONICS CO. LTD.

53—

SEQIF*



Label Printer

TSP828L Printer Driver Manual

3.4.2 Using the Control Font with Microsoft Word

The following is an example of how to use the control font.

(1 Select the Control font from the font list.

@i Document1 - Microsoft Word

! File Edit Wew Insert Formak  Tools  Table  Window  Help

: o Mormal imes Mew Faman
El . e L & Calisto MT L | I c I
' | CASTELLAR '
i T Centaur = |
T Century

- B Century Gothic
. T Century achoolbock
T Chiller -
B CODE3D
% Colonna BT

- T Comic Sans AAS

T Cooper Black v |

Eﬁ.:i@i. 1] ] >
Page 1 Sec 1 11 ak 1" Ln 1 Zol 1 RECZ | \TRE| |[EXT | (OWR

Note: When using device fonts with Microsoft Word, refer to "4.2 Notes for Using Microsoft
Word".
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@ Input the character for each operation you wish to execute (refer to "3.4.1 Control Font Characters

and Their Operations").

il Document1 - Microsoft Word

File Edit  ‘Wiew ormak  Tools  Table  Window Help  Adobe PDF  Acrobat Comments x
E ?C4 Cortral -85~ IuElEEEEEO-A- »

s o

i
(Thal]
"

r

& <— 6: Output LF

b <—— b: Align center

A Type characters in a font other than the
ABC control font

' 2 [ '

B8] 4| |

Page 1 Sec 1 11 A 12" Ln3 Cold REC TRE EXT OYR Engish{U.5 B A

( G For the characters that set the control font, set the font height to the specified value “8.5" )

® Print.

In this example, the printer executes a linefeed and then prints ABC at the center of the page.

<Print Sample>

ABC

Printer Driver Manual
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3.5 Restrictions and Precautions

« Please do not use more than one device font on a single line.
Mixing device fonts on a single line may result in skewed printing.

« Do notinclude graphic data (Windows fonts, ruled lines, etc.) on the same line with a device font, as
this too may cause skewed print results.

« Remember that the “Control” device font cannot be used for normal character printing.
Use fonts other than the “Control” device font to print characters.

« If you use barcode fonts or two-dimensional code fonts, only the characters corresponding to the
codes that you enter appear in the document window of software applications, such as Microsoft
Word. The barcode image is generated when you print it.

« If you print barcodes or two-dimensional bar codes using the device fonts, they may not be printed

with the correct page length.

« To print two-dimensional codes using the device fonts, enter the two-dimensional code data on
one line.
Keep the size of the two-dimensional code data within 500 bytes. This data size limit is determined
by the printable width of the paper that you will be printing on. 500 bytes is based on a printable
width of 104 mm. If you use paper whose printable width is less than 104 mm, you may not be able
to print data that is 500 bytes in size.
This limitation also applies to VB programs. When sending data using a VB program, keep the data
length within 500 bytes.
If you enter two-dimensional code data that spans multiple lines or specify data that exceeds
500 bytes, the two-dimensional code will not be printed properly, and there is no guarantee that

anything that comes after it will be printed properly.

STAR MICRONICS CO. LTD.
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4. Guidelines for Printing Documents

« This driver supports 4 predefined custom paper sizes and also user-defined paper sizes. Feel free to
use user-defined sizes as needed. (For details, refer to "2.3.2 User-Defined Paper Settings")

4.1 Notes for Printing via a Serial Interface

When using a TSP828L Windows driver to print through a serial interface, it is recommended that you use
Line mode. For fastest print speed, use Line mode with device fonts.

Note also that printer settings and printer-port settings must be correctly matched.

You can check the printer settings by doing a self-print.
For information, refer to the Product Specifications Manual (issued separately).

To configure the printer port, proceed as follows.

(@ On the taskbar, click Start. On Windows 2000 and XP, click Printers and Faxes. On Windows Vista,
click Control Panel, and then click Printers. On Windows 7, click Devices and Printers.

(@ Right-click the TSP828L printer icon to display the drop-down menu. On Windows 2000 and XP, click

Properties. On Windows Vista, click Run as administrator, and then click Properties. On Windows 7,
click Printer properties.

(® If you are using Windows Vista, the User Account Control dialog appears. Click Continue.

@ Click the Ports tab.

Select the port you will connect to, and then click the Configure Port button to display the port
properties dialog box. Match the settings to the printer settings.

1 i Properties |1|r>__(‘ COM1 Properties
‘ Calor Management || Device Setti S0 Config ‘ Part Settings |
‘ General ” Sharing Q Ports Advanced
n
@ o= - — — Bits per second: | 9600 R
Frrirt to the following port[z]. Documents will print ta the first free Data bits:
checked poit.
Part Description PFrinter L] Parity:
O LPT1: Printer Port
O LPTZ: Printer Port .
g “O1: Serial Port Dl
O coMa: Serial Port
[0 coma: Senial Part v
[ Add Port... ] [ Delete Port ]q;gunhgure Fart. ) Restore Defaults
- Enable bidirectional support
[ Enable prirter podling Zpply
o

GZZIM) If the Flow Control for the serial connection is set to Xon/Xoff, clear the Enable bidirectional
support check box.
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4.2 Notes for Using Microsoft Word

When you use default document formats of Word97 and later, device fonts will not work properly. To
enable correct use of device fonts, perform the following settings.

4 Microsoft Word 2002

@ Open Microsoft Word’s Tools menu, and select Options.

T4 Document1 - Microsoft Word

! Fle Edit Miew Insert Format | Tools | Table Window Help Type a question for help =X

= ! : Normal + Times New B & Spelling and Grammar. .. 7 E = 55| F A. = o

E -
i — =
I O |64 Research... Alsclick [T

word Count..,
}g AutoSummarize. ..

Speech

Shared Workspace. ..

Track Changes Ctr+-Shift+E
Compare and Merge Documents. ..
Protect Document. ..

Online Collaboration 3

Letters and Mailings 3

Macro 3
Templates and Add-Ins. ..

AutoCarrect Options. ..

Cuskamize. ..

< Options. ..

= wE[=8K | |
Page 1 Sec 1 11 ak 1" Ln 1 Cal 1 REC | [TRE| |EXT | |OWR

4@ w|g

%

(@ Click the Compatibility tab, and in the Options area select the Use printer metrics to lay out
document check box. Then click the OK button.

Options
| Wigw || General || Edit || Print || Save |
| Security Spelling £ e Track Changes |

User Information Campatibilicy File Locations

Compatibility options For Document 1

Font Substitution. ..

Recommended options for:
|Microsoft Word 6.0/95 w

Options:

Suppress extra line spacing at top of page like Word 5.x for the Mac A
Suppress extra line spacing like WordPerfect 5.x D |
Suppress Space Before after a hard page or colurmn break

Swap left and right borders on odd Facing pages

Treat V" as " in mail merge data sources

Truncate font height

Use larger small caps like Word 5. For the Macintosh

T

<
AW
A4

= ez bable cbule v,

Use Word 6.:/95 border rules

Use Word 97 line breaking rules For Asian text
‘Wrap trailing spaces to next line

CI=IED

.

Default. ..

L O J[ Cancel ]

® Open Word’s File menu, and select Save to save the document.

STAR MICRONICS CO. LTD.
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4 Microsoft Word 2007

1 Click the Office Button ?3_)’ and then click the Word Options button.

Word Options. ~ - —

Popular [7] Prompt before saving Normal template ()
] Always create backup copy

Display
[C] Copy remotely stored files onta your computer, and update the remote file when saving
Proofing Allow background saves
I P — @oscmes_[1]
<. nced L
™ [C] Save smart tags as XML properties in Web pages

Customize 7] save form gata as delimited text file
Add-Ins Embed linguistic data

Embed smart tags
Trust Center

General
Resources

] Provide feedback with sound

Provide feedback with gnimation

[F] Confirm file format conversion on open

Update autematic links at open

] Allow opening a document in Draft view

[ Allow background open of web pages
Enable background repagination

[ Show adg-in user interface errors

Mailing agdress

File Locations... | [ web Options... | [ Semice Options... |

om0 soment [

it created in: | Microsoft Office Word 2007 | v |
yout Options

I

(@ Select Advanced, and click Layout Options.
Select the Use printer metrics to lay out document check box. Then click the OK button.

Word Options

— .

Popular [T Lay out footnotes the way Word 6.495/57 does =
[ Lay out tables with raw width

Display

7] Print body text befare header/Tater

Proofing [] Print colors as black on noncolor printers

[C] Select gntire field with first o last character
[T Show hard page or column breaks in frames
' Advanced o [T spiit apart page break and paragraph mark
7] substitute fonts based on font size

[ Suppress extra line spacing at bottom of page

save

Customize

Add-Ins [ Suppress extra line spacing at top of page
[C] Suppress extra line spacing at top of page the way Word 5.x for the Macintosh does
7] Suppress exira line spacing the way WordPerfect 5.x daes

Trust Center

Resources [ Suppress Space Before after a hard page or column break

[ Swap left and right barders on odd facing pages

7] Treat " as ™ in mail merge data sources

] Truncate font height

[] Underline fab character in numbered lists

[7] Use cached paragraph information for column balancing

[C] se farger small caps the way Word 5.xfor the Madintosh does
] Use line-breaking rules

lists

& printer metrics to lay out document!

] Use Word 2003 hanging-punctuation rules

[T] Use Word 2003 jndent rules for text next to wrapped objects
[C] use Word 2003 keming pair rules

[T use Word 2003 table autofit rules

[] Use Word 6.x/95 border rules

[T] Use Word 97 Jine-breaking rules for Asian text

[F] Wrap lines the way Word 6.0 does

[C] Wrap trailing spaces to next line

I

(® Open Word’s File menu, and select Save to save the document.

Note: When the page settings are changed, the option settings may return to the original
settings.
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5. Guidelines for Usage in an Ethernet Environment

5.1. Manually Setting a Temporary IP Address

You can use the following procedure to set a temporary IP address for the printer. Use of a temporary
address will allow you to connect to a printer that does not yet have an IP address setting.

@ Atthe Windows Start menu, select All Programs - Accessories - Command Prompt. (If using
Windows Vista/7, right-click on Command Prompt and select Run as administrator.)

@ If you are using Windows Vista/7, the User Account Control dialog appears. Click Continue or Yes.

® Atthe command prompt, use the arp command to set a temporary IP address and a MAC address.

A Administrator: Command Prampt -0 ﬂ

Microsoft Windows [Uerzion 6.6A.668H]
Copyright <c? 2086 Microsoft Corporation. All rights reserved.

C:~Windows™systemd2»_

Use the following commands to set the temporary IP address for the printer.
1.arp -d printer's_temporary_IP_address
2.arp -s printer's_temporary_IP_address printer's_MAC_address
3. ping printer's_temporary_IP_address
4. arp -d printer's_temporary_IP_address

Example: To set a temporary IP address of 192.168.32.55

arp -d 192.168.32.55

arp -s 192.168.32.55 00-11-62-00-03-4D
ping 192.168.32.55

arp -d 192.168.32.55

) The temporary IP address that you set here will be cleared when the printer's power is
switched off. You should therefore immediately proceed to set a regular IP address for the

printer.

STAR MICRONICS CO. LTD.
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5.2. Manually Setting an IP Address

You can use the telnet command to connect directly to the printer.

4 If using Windows Vista/7,
begin with the following preliminary steps to ensure that Telnet is enabled.

@ From the Start menu, open the Control Panel.
(@ Select Programs and Features.
® Under Tasks, select Turn Windows features on or off.

=1 2

@@v <« Programs and Features - |$’_| | Search D |

Tasks

Uninstall or change a program

View installed updates

_ . To uninstall a program, select it from the list and then click
Get ne grams online at "Uninstall”, "Change”, or "Repair".

Windows Marketplace

w plulrd'!as?d software Organize -+ =2 Views @
o = i —
¢ Turn Windows features on or S | LI D
off gefidobe Reader 8.1.0 Adobe Systems Incorporated
@]Java(‘l’l’v‘l] 6 Update 2 Sun Microsystems, Inc.
E] Microsoft Office Enterprise 2007 Microsoft Corporation o

< i | A

® If you are using Windows Vista, the User Account Control dialog appears, click Continue.

(® If Telnet Client is not yet checked, place a check next to it. Then click OK.

Turn Windows features on or off @

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

1 SNMP feature -
| Subsystern for UNIX-based Applications
Tablet PC Optional Components

| Telnet Server

| TFTP Client

=l e

.

® If you had to add the check in the previous step (if Telnet Client was not already checked to begin
with), you must now restart your computer.

STAR MICRONICS CO. LTD.

—o Stair



Label Printer

TSP828L

Printer Driver Manual

To manually set the IP address, proceed as follows.

@ Open a Command Prompt window.

At the Windows Start menu, select All Programs - Accessories - Command Prompt. (If using
Windows Vista/7, right-click on Command Prompt and select Run as administrator.)

@ If you are using Windows Vista/7, the User Account Control dialog appears, click Continue or Yes.

(® Use the telnet command to connect to the printer you wish to set.

B Administrator: Command Prompt

Microsoft Windows [Uersion 6.8.680@]
Copyright {(c> 2086 MHicrosoft Corporation. A1l rights reserved.

C:sWindowsssystem32>telnet 192.168.32 .55

Example: > telnet  192.168.32.55
3

IP address of the printer you wish to set.

EZIID) You cannot connect to a printer that does not have an IP address. If necessary, set a tempo-

rary IP address for the printer before using telnet.

For instructions, refer to Section 6.1, "Manually Setting a Temporary IP Address."

® Loginto the printer as "root".
The factory default setting for the password is "public”.

(If the password has been changed, use the current password.)

B8 Telnet 192.168.32.55

Welcome to IFBD-HEBS-@6 TELMET Utility.
Copyright {C> 2885 Star Micronics co.. Ltd.

<< Connected Device >>
Device Model: TUP592 (STR_T-881>
I1FED-HEBS ~B6
MAC Address : BB:11:62:84:83:98

login: root
Password: ks

STAR MICRONICS CO. LTD.
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(® The following menu appears.

1) IP Parameters Configuration
2) System Configuration

3) Change Password

96) Display Status

97) Reset Settings to Defaults
98) Save & Restart

99) Quit

Enter Selection:

Enter the number corresponding to the action you wish to carry out.

EE® Telnet 192.168.32.55 - ol x|

login: root
Password: s
Hello root

= Main Menu ===

1> IP Parameters Configuration
System Configuration
Change Password

Display Status
Reset Settings to Defaults

Save & Hestart
Quit

Enter Selection: _

® When you have finished making settings, select 98 (Save and Restart) and then select either 1 (Save &
Restart device and Configuration printing) or 2 (Save & Restart Device). This will save the settings and

reset the printer.

STAR MICRONICS CO. LTD.
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5.3. Setting up a TCP/IP Printer Port

5.3.1 Adding a TCP/IP Printer Port

@ On the taskbar, click Start. On Windows 2000 and XP, click Printers and Faxes. On Windows Vista,
click Control Panel, and then click Printers. On Windows 7, click Devices and Printers.

(@ On Windows 2000, XP, and Vista, right-click a blank area in the Printers folder to display the drop-
down menu. On Windows 2000 and XP, click Server Properties. On Windows Vista, click Run as
administrator, and then click Server Properties. On Windows 7, select the printer icon, and click
Printer server properties on the menu.

<<0On Windows Vista>>

E=3 Eol x5

f iuv|=—,'_.!! <« Printers > | 3 | | Search

By Organize — 3= Views ~ o Add a printer

-
Name Documents Status 3

5§ Microsoft XP5 Document

% \_’\"riter

View

Sort By

Group By
Stack By
Refresh

v v v ¥

Paste
Paste Shortcut
Undo Delete Ctrl+Z

@' Run as administrator 3 Add Printer...

Add Printer... < Eerver Proper‘tles..>.

Server Properties... [

(® If you are using Windows Vista, the User Account Control dialog appears. Click Continue.

@ Select the Ports tab, and click Add Port.

@a Print Server Properties

| Forms @‘Etmivers I Advanced

@ DDESEVVI3ZEN

Ports on this server

Port Description Printer gt
LFTZ: Printer Port ¥
LFT3: Printer Port

COoM1: Serial Port =

COoMZ: Serial Port

COM3: Serial Port

COM4: Serial Port

FILE: Print to File

d» Delete Port ] [ Configure Port... ]

oo
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(® For the port type, select Standard TCP/IP Port. Then click New Port.

==

Printer Ports

Available port types:

Po
Standard TCF' Port

—

® Click Next.

Add Standard TCP/IP Printer Port Wizard

Welcome to the Add Standard
TCP/IP Printer Port Wizard

This wizard helps you add a port for a network prirter.

Before continuing be sure that
1. The device is tumed on
2. The network is connected and configured.

Tao continue, click Next

@ Next to Printer Name or IP Address, enter the IP address for the TCP/IP port you are creating. Next to
Port Name, enter the port name to be created. Then click Next.
The TCP/IP port detection window appears, and Windows detects the port.

Add Standard TCP/IP Printer Port Wizard

Add Port
Forwhich device do you want to add a port?

Entter the Printer Name: or |P address. and a port name for the desired device.

Add Standard TCP/IP Printer Port Wizard

Detecting TCP/IP Port

&

N finished

Detecting the TCP/IP port

Windows is detecting the TCP/IP port and will move to the next page when

c

SN

Windows will automatically move to the next page when the detection is done.

I —
Printer Name or IP Address:”” | 192.168.32 55
Port Mame: 192.168.32.55

For the device type, select Generic Network Card. Then click Next.

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could not be identified N

~N—

The device is not found on the networke. Be sure that:

The device is tumed on

The network is connected.

The device is properly corfigured

“The address on the previous page is comect

Ry

I you think the address is not comect, click Back to retum to the previous page. Then comect
the address and perform another search on the networkc. If you are sure the address is comect.

select the device type below.
Device Tipe
o Standard [ Generc Network Card > -
(©) Custom Settings..
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(@ The wizard's completion window appears. To complete creation of the port with the displayed

characteristics, click Finish.

Click Close.

Add Standard TCP/IP Printer Port Wizard

TCP/IP

SNMP

Protocol

Device:

Completing the Add Standard

‘You have selected a port with the following characteristics.

Printer Port Wizard

No
RAW, Port 9100
192.168.32.55

Port Name: 192.168.32.55
Adapter Type: Generc Network Card

To complete this wizard, click Finish.

< Back i Finish b Cancel

Printer Ports ==
Available port types:

Local Port
Standard TCP/IP Port

[ MNew Port... ] i Close )

New Port Type... ]

@ If the new TCP/IP port appears correctly in the port list, port creation has completed successfully.

@A Print Server Properties

| Forms | Parts |Drivers I Advanced

==

@ DDESEVVI32EN

Ports on this server

Port Description Printer

COM3: Serial Port

COM4: Serial Port

FILE: Print to File Tl

USBOO1 ichualorinter oo =
[«8192.168.32.55  Standard TCP/IP Port

XPSPort: TorarroTt

€ m | »

[ Add Fort... ] [ Delete Port ] [ Configure Fort...

STAR MICRONICS CO. LTD.
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5.3.2 Changing a TCP/IP Printer Port

@ On the taskbar, click Start. On Windows 2000 and XP, click Printers and Faxes. On Windows Vista,

click Control Panel, and then click Printers. On Windows 7, click Devices and Printers.

(@ On Windows 2000, XP, and Vista, right-click a blank area in the Printers folder to display the drop-
down menu. On Windows 2000 and XP, click Server Properties. On Windows Vista, click Run as
administrator, and then click Server Properties. On Windows 7, select the printer icon, and click

Printer server properties on the menu.

<<On Windows Vista>>

E=3 Eol )

8 <« Printers

Q-

‘ Organize ¥ gz Vi

Name’ Documents Status
a4 Microsoft XP5 Document
Writer
=2,

Star FS—
o/

- |‘f| |Seon:b

»

)

(® If you are using Windows Vista, the User Account Control dialog appears. Click Continue.

@ Select the Ports tab.

®

Open

Run as administrator
Printing Preferences...
Pause Printing

Sharing...
Use Printer Offline

Refresh

Create Shortcut
Delete

Rename

Properties

3 Open
Pause Printing

Sharing...
Use Printer Offline

Delete

<: Properties >

L% Star TUP500 Presenter (TUPS92) Properties

| Color Management | Secunty |

| General

Device Settings TUP500 Corfig
| stamg [ Fots > idvanced |

%ﬁ Star TUP500 Presenter (TUP592)

Print to the following port(s). Documents will print to the first free

checked port.
Port Description Printer il
Prirter Port Star T e 0 |
[F] LPT2:  Printer Port 3
71 LPT3:  Printer Port | 4
[F] CcOM1:  Serial Port
[F] COM2:  Serial Port
[C] COM3:  Serial Port
[T COMA- Serial Prrt S
[ AddPot. || DeletePor | [ Configum Pot..
Enable bidirectional support
[T Enable printer pooling
Cancel oy
STAR MICRONICS CO. TD. 6
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4 To change the IP address...
(D Select the port whose address you wish to change, and click Configure Port.

() Star TUPS00 Presenter (TUPS92) Properties ==

| Color Management | Secuity | Device Settings | TUP500 Config

General Sharing Forts Advanced

,%f' Star TUP500 Preserter (TUP592)

Print to the following port(s). Documents will print to the first free
checked port

Port Description Printer
[ COM3:  Serial Port
[] COM4:  Serial Port
[T] FILE:  Print to File

[] USB... Virtual prigter port fo
... Standard TCP/IP Port  Star [ R™EN M
TeearrY o PsT E

[ adpror. [ DeletePon

Enable bidirectional support
[ Enable printer pooling

G ] [

(@ Enter the new IP address, and click OK.

‘Configure Standard TCP/IP Port Monitor ==

Port Settings

Port Name: 192.168.32.55

 Frinter Name or P Address: @

Protocal

@ Raw ©LPR

Raw Settings
Port Number: 9100

LPR Settings
Busues Name:

LPR Byte Counting Enabled

[C] SNMP Status Enabled

Community Mame: public

SHMP Device Index. |1

4 To change the port used to print...
Select the desired port from the port list, and click Apply.

=) Star TUPS00 Presenter (TUP592) Properties ==
| Color Management | Securty | Device Settings | TUPS500Config |

General Sharing Forts Advanced

] St TUPSDD Presenter (TUPS22)

Print to the following portls). Documents will print to the first free

checked port.
Port Description Prirter =
[0 coms Seril Port
[ coms4: Serial Port
[ FILE: Prrt to Fle [
£ useaon (el piicrpotfo i
P aa] 192.168.32.55  Standard TCP/IP Por
TET AT EPG Nneum
o i == Y
[ AddPor.. |[ DeetePot | [ ConfiguePot.. |

Enable bidirectional support
[F Enable prirter pooling

Cancel | 200y

4 To change the port name...
It is not possible to change the name of an existing port. Instead, add a new port under the desired

new name, select that port for printing, and then delete the port with the old name.
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6. Revision History
Rev. No. Date of Revision Changes
Rev. 1.0 Dec. 2005 First edition
Rev. 1.1 Mar. 2006 Modified "Paper Sizes"
Rev. 3.0 Oct. 2009 Added Windows Vista and Windows 7 support
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Please access the following URL
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for the latest revision of the manual.
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Rm. 1901-5, 19/F., Enterprise Square Two,

3 Sheung Yuet Road, Kowloon Bay, Hong Kong
Tel: (int+852)-2796-2727, Fax: (int+852)-2799-9344
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